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Section 2.0  
General Information 

2.2 Laboratory & Support Services (support@droptestkits.com) 
 
Our extensive laboratory is able to offer a wide range of services which include: 
 

Full System water analysis 

Deposit analysis. 

Corrosion coupon weighing. 

Determination of product factors for tests like Phosphonate, Nitrite, Molybdate etc. 

Calibration services of all types of meters.  

2.3 Training Services (training@droptestkits.com) 
 
With over 20 years experience in the water treatment and testing market we are highly trained in ad-
vising clients in the use and application of test kits and reagents. 
 
We offer specific training in the use of test kits and the various test options available. 
 
The training can be carried out at our offices/laboratory or can be offered ñon siteò. 
 
Training can be tailored to suit your application and requirements and a wide range of subjects can 
be covered.  

2.4 Ordering & Terms (orders@droptestkits.com) 
 
Orders can be accepted by the following methods : 
 
Email :      orders@droptestkits.com 
 
Phone :     01604 686 995 
 
Fax :          01604 686 997 
 
General 
 
1) Prices, where quoted are exclusive of VAT and delivery. 
2) Refer to our Terms & Conditions of Sale, page 130. 
3) Orders received will generally be dispatched within 2 working days. 
4) Standard delivery charge for reagents is £12.50 ex. VAT - UK mainland only. 
5) Delivery charge for Dipslides is dependant on weight, please ask for a quote.  
6) The shelf life of most reagents is greater than 2 years. See the relevant reagent for details. 
7) All reagents and kits can be own branded, please contact us for details. 
8) Product SDS sheets are available to download from our web site: www.droptestkits.com. 
9) All equipment is warranted for 12 months from date of dispatch. 
10) Returns must be notified in writing within 48 hours of receipt of goods. 
11) All payments are due within 30 days from date of invoice. 

2.1 Company Information 
 

droptestkits.com Ltd 
The New Dairy 
Lamport Manor 
Lamport 
Northampton. NN6 9HF 
 
Tel :   01604 686995 
Fax :   01604 686997 
Email :  info@droptestkits.com 
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Parameter Minikit 
Drop Test 

Standard 
Drop Test 

Titration 
Tests 

Checkit 
Comparator 

Test  
Strips 

Test  
Meters 

Acidity X X        

Alkalinity X X X X   X 

Aluminium       X  X 

Amine            

Ammonia       X X X 

Anionic   X         

Bromine X X   X X X 

Chelant X X         

Chloride X X X   X   

Chlorine X X   X X X 

Chlorine Dioxide   X   X X X 

Conductivity           X 

Copper       X X X 

Cyanuric Acid           X 

DEHA       X     

Hardness Calcium X X X    X 

Hardness Stop/Go X X     

Hardness Total X X X   X X 

Hydrazine            

Hydrogen Peroxide X X     X X 

Iron   X   X X X 

Glycol            X 

Manganese    X   

Molybdate X X   X   X 

Nitrate       X X   

Nitrite X X X X X   

Oxygen           X 

Ozone       X X X 

Peracetic Acid X X   X  

pH X X   X X X 

Phosphate       X   X 

Phosphonate X X X       

Polyacrylate   X         

Polyamine   X         

Polymers   X         

Potassium Iodide     X  

QAC X X        

Sulphate   X       X 

Sulphite X X X   X   

Suspended Solids      X 

Silica       X   X 

Tannin X X         

TDS         X X 

Total Oxidant  X     

Turbidity      X 

Zinc X X   X X X 

IF THE PARAMETER YOU ARE INTERESTED IN IS NOT LISTED PLEASE CONTACT US 

Section 3.0 
Test Method Selector 
 

This useful sector can be used to help identify the test methods we have available for those parame-
ters you wish to monitor. Simply select the parameter from the left column, then work across to iden-
tify which test methods are available. If you need help identifying the most appropriate test method 
for your application please contact our technical team. 



Section 4.0 
Test Kits 
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Section 4.1 
Engineers Test Kit with MaxiDirect - ETK005MP 

Water systems require careful test monitoring to ensure the correct risk 
management regimes and water treatment programmes are maintained 
at all times. Failure to maintain the correct water system conditions can 
lead to serious problems, including reduced system efficiency, the build-
up of scale, potentially damaging corrosive water conditions, and in-
creased microbiological activity, which may result in the proliferation of 
Legionella bacteria and the increased risks associated with Legion-
nairesô disease.  
Our comprehensive ñcombinedò test kit has been developed as a com-
plete kit, specifically for engineers and water treatment professionals 
involved with the maintenance and management of boiler systems,  
cooling water and closed systems.  

Contents Range Code 

Aluminium Case foam filled with white testing board  EDT026 

Waterproof Instructions  EDT084 

1 x 20ml Luer Lock Syringe  EDT075 

1 x 10ml Luer Lock Syringe  EDT073 

1 x 5ml Standard Syringe  EDT077 

1 x 1ml Standard Syringe  EDT074 

1 x Filter Holder 25mm  EDT044 

1 x Filter Paper GF/C (50)  EDT048 

1 x 125ml Test Bottle  EDT008 

4 x 65ml Test Bottles  4 x EDT018 

1 x Comparator (Checkit)  EDT085 

4 x 10ml Plastic Comparator Cells   4 x EDT006 

1 x Tablet Crusher  EDT079 

1 x 10ml Testing Tube  EDT015 

1 x 250ml Washer Bottle  EDT082 

Combined pH/Condôy/TDS/Temperature Jenway 430 Meter  EDT119 

Range : pH: 0 to 14 / Condôy: 0 to 199.9mS / TDS: 0 to 199.9g/l / Temp: -9.9 to +99.9°C  

MaxiDirect Photometer  PIT4010 

Alkalinity p (Titration) 0 ï 2400  

PA1 (65ml)  SDT001 

Alkalinity Cartridge (2 x 20ml for all Alkalinities)   CART002 

Alkalinity M (Titration) 0 ï 2400  

TA4  SDT004 

Our comprehensive combined test kit is presented in its own robust Aluminium carry-case and in-
cludes all the equipment and reagents necessary to perform between 100 and 200 tests required to 
effectively test and monitor boiler, cooling and closed system waters to ensure optimum operating 
conditions are achieved and maintained. Now also includes white testing platform for easy analysis. 
 
This test kit includes the following: 
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Section 4.1 
Engineers Test Kit with MaxiDirect - ETK005MP continued ... 

Contents Range Code 

Alkalinity OH (Titration) 0 ï 2400  

PA3 (65ml)  SDT007 

Chloride (Titration) 0 - 3000  

BC1/CC1 (65ml)  SDT023 

Chloride Cartridge (2 x 20ml)  CART003 

Bromine (Comparator)  0 - 5  

DPD No1 Tablets (50)  SDT106/50 

DPD Nitrite Powder (20gm)  SDT295 

Chlorine (Comparator) 0 - 4  

DPD No1 Tablets (50)  SDT106/50 

DPD No3 Tablets (50)  SDT107/50 

Iron LR (Comparator) 0 ï 1  

Fe5 (65ml)  SDT110 

Iron HR (Comparator) 0 ï 10  

Fe6 (65ml)  SDT113 

Fe8 (65ml)  SDT128 

Molybdate (Comparator) 50 - 500  

Molybdate HR (65ml)  SDT127 

Hardness Total (Titration) 0 ï 1500  

TH2 (65ml)  SDT046 

TH5 (65ml)  SDT047 

Hardness Cartridge HR (2 x 20ml for all Hardness)  CART007 

Hardness Calcium (Titration) 0 - 1500  

CH2 (65ml)  SDT043 

CH1P (20gm)  SDT050 

Hardness Stop/Go (Drop Test) 0 ï 4  

Stop/Go Reagent (65ml)  SDT129 

Sulphite (Titration) 0 ï 150  

S1L (65ml)  SDT514/65 

Sulphite Cartridge (2 x 20ml)  CART005 

Phosphonate (Titration) 0 - 20  

P1/2 (65ml)   SDT514/65 

P3 (65ml)  SDT080 

P4L (65ml)  SDT291 

Phosphonate Cartridge (2 x 20ml)  CART004 
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Section 4.1 
Engineers Test Kit with MaxiDirect - ETK005MP continued ... 

Contents Range Code 

Phosphate (Comparator) 0 - 80   

PB1 (65ml)  SDT111 

PB2 (65ml)  SDT112 

Nitrite (Titration) 0 - 2000  

N1 (65ml)  SDT072 

50% Sulphuric Acid (65ml)  SDT155 

Nitrite Cartridge (2 x 20ml)  CART009 

Tannin (Drop test) 0 - 300  

TN1 (40gm)  SDT094 

TN2 (65ml)  SDT095 

Calibration Solutions for Jenway 430 Meter   

Standard Conductivity 12.88mS (65ml)  SDT154/65 

pH 4 (65ml)  SDT119/65 

pH 7 (65ml)  SDT118/65 

pH 10 (65ml)  SDT161/65 

20% Acetic Acid (65ml)   SDT103 

Refractometer (PEG & MEG) 0 -  60% EDT056 

1 x Digital Titrator (For Titration complete with bracket)   EDT022 

6 x Titration Syringe Assemblies (Titration Gun)  6 x EDT023 
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Section 4.1 
Comprehensive Engineers Test Kit - ETK005 

Water systems require careful test monitoring to ensure the correct risk 
management regimes and water treatment programmes are maintained 
at all times. Failure to maintain the correct water system conditions can 
lead to serious problems, including reduced system efficiency, the build-
up of scale, potentially damaging corrosive water conditions, and in-
creased microbiological activity, which may result in the proliferation of 
Legionella bacteria and the increased risks associated with Legion-
nairesô disease.  
Our comprehensive ñcombinedò test kit has been developed as a com-
plete kit, specifically for engineers and water treatment professionals 
involved with the maintenance and management of boiler systems,  
cooling water and closed systems.  

Contents Range Code 

Aluminium Case foam filled with white testing board  EDT026 

Waterproof Instructions  EDT084 

1 x 20ml Luer Lock Syringe  EDT075 

1 x 10ml Luer Lock Syringe  EDT073 

1 x 5ml Standard Syringe  EDT077 

1 x 1ml Standard Syringe  EDT074 

1 x Filter holder 25mm  EDT044 

1 x Filter paper GF/C (50)  EDT048 

1 x 125ml Test Bottle  EDT008 

4 x 65ml Test Bottles  4 x EDT018 

1 x Comparator (Checkit)  EDT085 

4 x 10ml Plastic Comparator Cells   4 x EDT006 

1 x Tablet Crusher  EDT079 

1 x 10ml Testing Tube   EDT015 

1 x 250ml Washer Bottle  EDT082 

Combined pH/Condôy/TDS/Temperature Jenway 430 Meter  EDT119 

Range : pH: 0 to 14 / Condôy: 0 to 199.9mS / TDS: 0 to 199.9g/l / Temp: -9.9 to +99.9°C  

Alkalinity p (Titration) 0 ï 2400  

PA1 (65ml)  SDT001 

Alkalinity Cartridge (2 x 20ml for all Alkalinities)   CART002 

Alkalinity M (Titration) 0 ï 2400  

TA4  SDT004 

Alkalinity OH (Titration) 0 ï 2400  

PA3 (65ml)  SDT007 

Our comprehensive combined test kit is presented in its own robust Aluminium carry-case and in-
cludes all the equipment and reagents necessary to perform between 100 and 200 tests required to 
effectively test and monitor boiler, cooling and closed system waters to ensure optimum operating 
conditions are achieved and maintained. Now also includes white testing platform for easy analysis. 
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Section 4.1 
Comprehensive Engineers Test Kit - ETK005 continued ... 

Contents Range Code 

Chloride (Titration) 0 - 3000  

BC1/CC1 (65ml)  SDT023 

Chloride Cartridge (2 x 20ml)  CART003 

Bromine (Comparator)  0 - 5  

DPD No1 Tablets (50)  SDT106/50 

DPD Nitrite Powder (20gm)  SDT295 

Chlorine (Comparator) 0 - 4  

DPD No1 Tablets (50)  SDT106/50 

DPD No3 Tablets (50)  SDT107/50 

Iron LR (Comparator) 0 ï 1  

Fe5 (65ml)  SDT110 

Iron HR (Comparator) 0 ï 10  

Fe6 (65ml)  SDT113 

Fe8 (65ml)  SDT128 

Molybdate (Comparator) 50 - 500  

Molybdate HR (65ml)  SDT127 

Hardness Total (Titration) 0 ï 1500  

TH2 (65ml)  SDT046 

TH5 (65ml)  SDT047 

Hardness Cartridge HR (2 x 20ml for all Hardness)  CART007 

Hardness Calcium (Titration) 0 - 1500  

CH2 (65ml)  SDT043 

CH1P (20gm)  SDT050 

Hardness Stop/Go (Drop Test) 0 ï 4  

Stop/Go Reagent (65ml)  SDT129 

Sulphite (Titration) 0 ï 150  

S1L (65ml)  SDT518/65 

Sulphite Cartridge (2 x 20ml)  CART005 

Phosphonate (Titration) 0 - 20  

P1/2 (65ml)   SDT514/65 

P3 (65ml)  SDT080 

P4L (65ml)  SDT291 

Phosphonate Cartridge (2 x 20ml)  CART004 

Phosphate (Comparator) 0 - 80   

PB1 (65ml)  SDT111 

PB2 (65ml)  SDT112 
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Section 4.1 
Comprehensive Engineers Test Kit - ETK005 continued ... 

Contents Range Code 

Nitrite (Titration) 0 - 2000  

N1 (65ml)  SDT072 

50% Sulphuric Acid (65ml)  SDT155 

Nitrite Cartridge (2 x 20ml)  CART009 

Tannin (Drop test) 0 - 300  

TN1 (40gm)  SDT094 

TN2 (65ml)  SDT095 

Calibration Solutions for Jenway 430 Meter   

Standard Conductivity 12.88mS (65ml)  SDT154/65 

pH 4 (65ml)  SDT119/65 

pH 7 (65ml)  SDT118/65 

pH 10 (65ml)  SDT161/65 

20% Acetic Acid (65ml)   SDT103 

Refractometer (PEG & MEG) 0 -  60% EDT056 

1 x Digital Titrator (For Titration complete with bracket)   EDT022 

6 x Titration Syringe Assemblies (Titration Gun)  6 x EDT023 

   

   

 



 

12 

Tel: 01604 686 995 sales@droptestkits.com 

d
ro

p
te

s
tk

it
s
.c

o
m

 

©2008 droptestkits.com 

 

Section 4.1 
Engineers Test Kit with Titration Syringe  - ETK005TS 

Water systems require careful test monitoring to ensure the correct risk 
management regimes and water treatment programmes are maintained 
at all times. Failure to maintain the correct water system conditions can 
lead to serious problems, including reduced system efficiency, the build-
up of scale, potentially damaging corrosive water conditions, and in-
creased microbiological activity, which may result in the proliferation of 
Legionella bacteria and the increased risks associated with Legion-
nairesô disease.  
Our comprehensive ñcombinedò test kit has been developed as a com-
plete kit, specifically for engineers and water treatment professionals 
involved with the maintenance and management of boiler systems,  
cooling water and closed systems.  

Contents Range Code 

Aluminium Case foam filled with white testing board  EDT026 

Waterproof Instructions  EDT084 

1 x 20ml Luer Lock Syringe  EDT075 

1 x 10ml Luer Lock Syringe  EDT073 

1 x 5ml Standard Syringe  EDT077 

1 x 1ml Standard Syringe  EDT074 

1 x Filter Holder 25mm  EDT044 

1 x Filter Paper GF/C (50)  EDT048 

1 x 125ml Test Bottle  EDT008 

4 x 65ml Test Bottles  4 x EDT018 

1 x Comparator (Checkit)  EDT085 

4 x 10ml Plastic Comparator Cells   4 x EDT006 

1 x Tablet Crusher  EDT079 

1 x 10ml Testing Tube  EDT015 

1 x 250ml Washer Bottle  EDT082 

Combined pH/Condôy/TDS/Temperature Jenway 430 Meter  EDT119 

Range : pH: 0 to 14 / Condôy: 0 to 199.9mS / TDS: 0 to 199.9g/l / Temp: -9.9 to +99.9°C  

Alkalinity p (Titration) 0 ï 2400  

PA1 (65ml)  SDT001 

Alkalinity Cartridge (2 x 20ml for all Alkalinities)   CART002 

Alkalinity M (Titration) 0 ï 2400  

TA4  SDT004 

Our comprehensive combined test kit is presented in its own robust Aluminium carry-case and in-
cludes all the equipment and reagents necessary to perform between 100 and 200 tests required to 
effectively test and monitor boiler, cooling and closed system waters to ensure optimum operating 
conditions are achieved and maintained. Now also includes white testing platform for easy analysis. 
 
This test kit includes the following: 
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Section 4.1 
Engineers Test Kit with Titration Syringe - ETK005TS  
continued ... 

Contents Range Code 

Alkalinity OH (Titration) 0 ï 2400  

PA3 (65ml)  SDT007 

Chloride (Titration) 0 - 3000  

BC1/CC1 (65ml)  SDT023 

Chloride Cartridge (2 x 20ml)  CART003 

Bromine (Comparator)  0 - 5  

DPD No1 Tablets (50)  SDT106/50 

DPD Nitrite Powder (20gm)  SDT295 

Chlorine (Comparator) 0 - 4  

DPD No1 Tablets (50)  SDT106/50 

DPD No3 Tablets (50)  SDT107/50 

Iron LR (Comparator) 0 ï 1  

Fe5 (65ml)  SDT110 

Iron HR (Comparator) 0 ï 10  

Fe6 (65ml)  SDT113 

Fe8 (65ml)  SDT128 

Molybdate (Comparator) 50 - 500  

Molybdate HR (65ml)  SDT127 

Hardness Total (Titration) 0 ï 1500  

TH2 (65ml)  SDT046 

TH5 (65ml)  SDT047 

Hardness Cartridge HR (2 x 20ml for all Hardness)  CART007 

Hardness Calcium (Titration) 0 - 1500  

CH2 (65ml)  SDT043 

CH1P (20gm)  SDT050 

Hardness Stop/Go (Drop Test) 0 ï 4  

Stop/Go Reagent (65ml)  SDT129 

Sulphite (Titration) 0 ï 150  

S1L (65ml)  SDT518/65 

Sulphite Cartridge (2 x 20ml)  CART005 

Phosphonate (Titration) 0 - 20  

P1/2 (65ml)   SDT514/65 

P3 (65ml)  SDT080 

P4L (65ml)  SDT291 

Phosphonate Cartridge (2 x 20ml)  CART004 
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Section 4.1 
Engineers Test Kit with Titration Syringe - ETK005TS 
 continued ... 

Contents Range Code 

Phosphate (Comparator) 0 - 80   

PB1 (65ml)  SDT111 

PB2 (65ml)  SDT112 

Nitrite (Titration) 0 - 2000  

N1 (65ml)  SDT072 

50% Sulphuric Acid (65ml)  SDT155 

Nitrite Cartridge (2 x 20ml)  CART009 

Tannin (Drop test) 0 - 300  

TN1 (40gm)  SDT094 

TN2 (65ml)  SDT095 

Calibration Solutions for Jenway 430 Meter   

Standard Conductivity 12.88mS (65ml)  SDT154/65 

pH 4 (65ml)  SDT119/65 

pH 7 (65ml)  SDT118/65 

pH 10 (65ml)  SDT161/65 

20% Acetic Acid (65ml)   SDT103 

Refractometer (PEG & MEG) 0 -  60% EDT056 

6 x Titration Syringe Assemblies (1ml Syringe)  6 x EDT190 
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Section 4.1 
Engineers Test Kit with Drop Tests - ETK005DT 

Water systems require careful test monitoring to ensure the correct risk 
management regimes and water treatment programmes are maintained 
at all times. Failure to maintain the correct water system conditions can 
lead to serious problems, including reduced system efficiency, the build-
up of scale, potentially damaging corrosive water conditions, and in-
creased microbiological activity, which may result in the proliferation of 
Legionella bacteria and the increased risks associated with Legion-
nairesô disease.  
Our comprehensive ñcombinedò test kit has been developed as a com-
plete kit, specifically for engineers and water treatment professionals 
involved with the maintenance and management of boiler systems,  
cooling water and closed systems.  

Contents Range Code 

Aluminium Case foam filled with white testing board  EDT026 

Waterproof Instructions  EDT084 

1 x 20ml Luer Lock Syringe  EDT075 

1 x 10ml Luer Lock Syringe  EDT073 

1 x 5ml Standard Syringe  EDT077 

1 x 1ml Standard Syringe  EDT074 

1 x Filter Holder 25mm  EDT044 

1 x Filter Paper GF/C (50)  EDT048 

1 x 125ml Test Bottle  EDT008 

4 x 65ml Test Bottles  4 x EDT018 

1 x Comparator (Checkit)  EDT085 

4 x 10ml Plastic Comparator Cells   4 x EDT006 

1 x Tablet Crusher  EDT079 

1 x 10ml Testing Tube  EDT015 

1 x 250ml Washer Bottle  EDT082 

Combined pH/Condôy/TDS/Temp/Salinity Extech EC500 Meter  EC500 

Range : pH: 0 to 14 / Condôy: 0 to 20,000ÕS/cm / TDS/Salinity: 0 to 9.999ppm / Temp: 0 to 65ÁC  

Alkalinity p (Drop Test) 0 ï 2400  

PA1 (65ml)  SDT001 

PA2/TA2 (65ml)   SDT005 

TA3 (65ml)  SDT006 

Our comprehensive combined test kit is presented in its own robust Aluminium carry-case and in-
cludes all the equipment and reagents necessary to perform between 100 and 200 tests required to 
effectively test and monitor boiler, cooling and closed system waters to ensure optimum operating 
conditions are achieved and maintained. Now also includes white testing platform for easy analysis. 
 
This test kit includes the following: 
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Section 4.1 
Engineers Test Kit with Drop Tests - ETK005DT  
continued ... 

Contents Range Code 

Alkalinity M (Drop Test) 0 ï 2400  

TA4 (65ml)  SDT004 

PA2/TA2 (65ml) (Already in other test)  SDT005 

TA3 (65ml) (Already in other test)  SDT006 

Alkalinity OH (Drop Test) 0 ï 2400  

PA1 (65ml) (Already in other test)  SDT001 

PA2/TA2 (65ml) (Already in other test)  SDT005 

PA3 (65ml)   SDT007 

TA3 (65ml) (Already in other test)  SDT006 

Chloride (Drop Test) 0 - 3000  

BC1/CC1 (65ml)  SDT023 

BC2 (65ml)  SDT026 

CC2 (65ml)  SDT024 

Bromine (Comparator)  0 - 5  

DPD No1 Tablets (50)  SDT106/50 

DPD Nitrite Powder (20gm)  SDT295 

Chlorine (Comparator) 0 - 4  

DPD No1 Tablets (50)  SDT106/50 

DPD No3 Tablets (50)  SDT107/50 

Iron LR (Comparator) 0 ï 1  

Fe5 (65ml)  SDT110 

Iron HR (Comparator) 0 ï 10  

Fe6 (65ml)  SDT113 

Fe8 (65ml)  SDT128 

Molybdate (Comparator) 50 - 500  

Molybdate HR (65ml)  SDT127 

Hardness Total (Drop Test) 0 ï 1500  

TH2 (65ml)  SDT046 

H/TH4/CH3 (65ml)  SDT049 

TH3 (65ml)  SDT044 

TH5 (65ml)  SDT047 

Hardness Calcium (Drop Test) 0 - 1500  

CH2 (65ml)  SDT043 

H/TH4/CH3 (65ml) (Already in other test)  SDT049 

TH3 (65ml) (Already in other test)  SDT044 

CH1P (20gm)  SDT050 
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Section 4.1 
Engineers Test Kit with Drop Tests - ETK005DT  
continued ... 

Contents Range Code 

Hardness Stop/Go (Drop Test) 0 ï 4  

Stop/Go Reagent (65ml)  SDT129 

Sulphite (Drop Test) 0 ï 150  

S1L (65ml)  SDT518/65 

S2 (65ml)  SDT093 

Phosphonate (Drop Test) 0 - 20  

P1/2 (65ml)   SDT514/65 

P3 (65ml)  SDT080 

P4L (65ml)  SDT291 

P5 (65ml)  SDT075 

Phosphate (Comparator) 0 - 80   

PB1 (65ml)  SDT111 

PB2 (65ml)  SDT112 

Nitrite (Drop Test) 0 - 2000  

N1 (65ml)  SDT072 

N2 (65ml)  SDT073 

Tannin (Drop test) 0 - 300  

TN1 (40gm)  SDT094 

TN2 (65ml)  SDT095 

Calibration Solutions for Extech EC500 Meter   

Standard Conductivity 1413mS (65ml)  SDT109/65 

pH 4 (65ml)  SDT119/65 

pH 7 (65ml)  SDT118/65 

pH 10 (65ml)  SDT161/65 

20% Acetic Acid (65ml)   SDT103 

Refractometer (PEG & MEG) 0 -  60% EDT056 
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Section 4.2 
Cooling (Open & Closed) Water Test Kit - CWTK002 

 

Cooling water systems require careful test monitoring to en-
sure the correct water conditions are maintained at all times. 
Failure to maintain correct treatment programs can lead to 
serious problems including reduced efficiency, the build-up of 
scale, potentially damaging corrosive water conditions, and 
increased microbiological activity, which may include the 
growth of Legionella bacteria.  
 
Our comprehensive cooling water test kit has been developed 
specifically for engineers and water treatment professionals 
involved with the maintenance and management of both open 
and closed cooling systems. to ensure optimum operating  
conditions. 
Replacements and components are available, please refer to 
replacement reagent section. 

Contents Range Code 

Plastic Robust Case with Foam  EDT027 

Waterproof Instructions  EDT084 

1 x 20ml Standard Syringe  EDT168 

1 x 10ml Standard Syringe  EDT177 

1 x Filter Holder 25mm  EDT044 

1 x Filter Papers GF/C (50)  EDT048 

2 x 65ml Test Bottles  2 x EDT018 

1 x Comparator (Checkit)  EDT085 

2 x 10ml Comparator Cells   2 x EDT006 

1 x Tablet crusher  EDT079 

1 x 10ml Testing Tube  EDT015 

Pocket pH100 Meter 0 - 14 pH 

Pocket Conductivity/TDS/Temp Meter 0 ï 9,990 EC 

Alkalinity M (Drop Test) 0 ï 2400  

TA4 (65ml)  SDT004 

PA2/TA2 (65ml)   SDT005 

TA3 (65ml)  SDT006 

Hardness Total (Drop Test) 0 ï 1200  

TH2 (65ml)  SDT046 

H/TH4/CH3 (65ml)  SDT049 

TH3 (65ml)  SDT044 

TH5 (65ml)  SDT047 

The cooling water test kit is presented in its own robust carry-case and includes all the equipment 
and reagents necessary to perform between 100 and 200 tests required to effectively test and moni-
tor system waters Replacement reagents and other components are available, please refer to the 
section detailed Replacement Reagents & Equipment. 
 
This test kit includes the following: 
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Section 4.2 
Cooling (Open & Closed) Test Kit - CWTK002 continued ... 

Contents Range Code 

Hardness Calcium (Drop Test) 0 ï 1200  

CH2 (65ml)  SDT043 

H/TH4/CH3 (65ml) (Already in other test)  SDT049 

TH3 (65ml) (Already in other test)  SDT044 

CH1P (20gm)  SDT050 

Hardness Stop/Go (Drop Test) 0 ï 4  

Stop/Go Reagent (65ml)  SDT129 

Chloride (Drop Test) 0 ï 3000  

BC1/CC1 (65ml)  SDT023 

BC2 (65ml)  SDT026 

CC2 (65ml)  SDT024 

Iron LR (Comparator) 0 ï 1  

Fe5 (65ml)  SDT110 

Iron HR (Comparator) 0 - 10  

Fe6 (65ml  SDT113 

Fe8 (65ml)  SDT128 

Bromine (Comparator) 0 - 5   

DPD No1 Tablets (50)  SDT106/50 

DPD Nitrite Powder (20gm)  SDT295 

Molybdate (Comparator) 50 - 500  

Molybdate HR (65ml)  SDT127 

Nitrite HR (Drop Test) 0 - 3000  

N1 HR (65ml)  SDT177 

N2 HR (65ml)  SDT178 

Phosphonate (Drop Test) 0 - 20  

P1/4 Tablets (50)  SDT074 

P5 (65ml)  SDT075 

Calibration Solutions for Extech Meters   

Standard Conductivity 1413mS (65ml)  SDT109/65 

pH 4 (65ml)  SDT119/65 

pH 7 (65ml)  SDT118/65 

pH 10 (65ml)  SDT161/65 
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Section 4.3 
Closed Water Systems Test Kit - CLK003 

Closed water systems require careful test monitoring to ensure 
the correct water conditions are achieved during the course of 
a treatment programme.  
 
Failure to maintain the correct dosage levels can lead to scal-
ing, corrosion and increased biological activity which can lead 
to potentially unstable water conditions.  
 
Our comprehensive closed water test kit has been developed 
specifically for engineers and water treatment professionals 
involved with the maintenance and management of closed 
systems to ensure optimum operating conditions. 

Contents Range Code 

Plastic Robust Case with Foams  EDT028/2 

Waterproof Instructions  EDT084 

1 x Comparator (Checkit)  EDT085 

2 x 10ml Comparator Cells   2 x EDT006 

Pocket pH100 Meter 0 - 14 pH 

Pocket Conductivity/TDS/Temp Meter 0 - 9,990 EC 

Iron HR (Comparator) 0 - 10  

Fe6 (65ml)  SDT113 

Fe8 (65ml)  SDT128 

Molybdate (Comparator) 0 - 100  

Molybdate HR (65ml)  SDT127 

Nitrite HR (Drop Test) 0 - 3000  

N1 HR (65ml)  SDT177 

N2 HR (65ml)  SDT178 

Calibration Solutions for Extech Meters   

Standard Conductivity 1413µs (65ml)  SDT109/65 

pH 7 (65ml)  SDT118/65 

  pH 10 (65ml)   SDT161/65 

   

   

Our closed water test kit has been developed specifically for engineers and water treatment profes-
sionals involved with the monitoring of water systems. This kit is presented in its own robust carry-
case and includes all the equipment and reagents necessary to perform between 100 & 200 tests. 
 
Replacement reagents and other components are available, please refer to the relevant section. 
 
This test kit includes the following: 
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Section 4.4 
Chlorination Test Kit - CRK004 

Water system chlorinationôs require careful test monitoring to en-
sure the correct water conditions are achieved during the course of 
the disinfection procedure.  
 
Failure to achieve the correct dosage levels can lead to unsuc-
cessful disinfections, whilst elevated levels can lead to potentially 
corrosive water conditions.  
 
Our chlorination test kit has been developed specifically for engi-
neers and water treatment professionals involved with the chlorina-
tion and disinfection of water systems. This kit is presented in its 
own robust carry-case and includes all the equipment and re-
agents necessary to perform between 50 and 100 samples to ef-
fectively test and monitor the chlorination procedure. 

Contents Range Code 

Plastic Robust Case with Foams  EDT030/2 

Waterproof Instructions  EDT084 

1 x Comparator (Checkit)  EDT085 

2 x 10ml Comparator Cells   2 x EDT006 

1 x Tablet Crusher  EDT079 

Pocket pH100 Meter 0 - 14 pH 

Chlorine LR (Comparator) 0 - 4  

DPD No1 Tablets (50)  SDT106/50 

DPD No3 Tablets (50)  SDT107/50 

Chlorine HR (Comparator) 10 - 300  

Chlorine HR Reagent (65ml)  SDT179 

Acidifying Solution (65ml)  SDT180 

Calibration Solutions for Extech Meter   

pH 7 (65ml)  SDT118/65 

  pH 10 (65ml)   SDT161/65 

   

   

This kit includes all the reagents and equipment required to allow the monitoring of low range chlo-
rine (0 to 4ppm) and high range chlorine (0 to 300ppm). These are required to ensure the correct 
system conditions are achieved. 
 
This test kit includes the following: 

 



 

22 

Tel: 01604 686 995 sales@droptestkits.com 

d
ro

p
te

s
tk

it
s
.c

o
m

 

©2008 droptestkits.com 

 

Section 4.5 
Boiler Water Test Kit - BTK001 

 

Boiler water and boiler feedwater systems require careful test 
monitoring to ensure the correct water conditions are maintained 
at all times. Failure to maintain the correct water treatment  
programs can lead to serious problems including reduced boiler  
efficiency, scale, corrosive water conditions and reduced steam  
purity.  
 
This comprehensive boiler water test kit has been developed 
specifically for engineers and water treatment professionals in-
volved with the maintenance and management of boilers and 
boiler systems. This self contained professional test kit will allow 
you to perform a range of tests essential to maintain boilers at 
optimum performance. 

Contents Range Code 

Plastic Robust Case with Foam  EDT027 

Waterproof Instructions  EDT084 

1 x 20ml Luer Lock Syringe  EDT075 

1 x 10ml Luer Lock Syringe  EDT073 

1 x Filter Holder 25mm  EDT044 

1 x Filter Paper GF/C (50)  EDT048 

2 x 65ml Test Bottles  2 x EDT018 

1 x Comparator (Checkit)  EDT085 

2 x 10ml Comparator Cells   2 x EDT006 

1 x 10ml Testing Tube  EDT015 

Pocket pH100 Meter 0 - 14 pH 

Pocket Conductivity/TDS/Temp Meter 0 ï 9,990 EC 

Alkalinity p (Drop Test) 0 ï 2400  

PA1 (65ml)  SDT001 

PA2/TA2 (65ml)  SDT005 

TA3 (65ml)  SDT006 

Alkalinity M (Drop Test) 0 ï 2400  

TA4 (65ml)  SDT004 

PA2/TA2 (65ml) (Already in other test)  SDT005 

TA3 (65ml) (Already in other test)  SDT006 

Alkalinity OH (Drop Test) 0 ï 2400  

PA3 (65ml)  SDT007 

PA2/TA2 (65ml) (Already in other test)  SDT005 

This professional boiler water test kit is presented in its own robust carry-case and includes all the 
equipment and reagents necessary to perform between 100 and 200 tests required to effectively test 
and monitor system waters to ensure optimum operating conditions are achieved and maintained. 
Replacement reagents and other components are available, please refer to the relevant section. 
 
This test kit includes the following: 
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Section 4.5 
Boiler Water Test Kit - BTK001 continued ... 

Contents Range Code 

TA3 (65ml) (Already in other test)  SDT006 

Hardness Total LR (Drop Test) 0 ï 50  

TH2 (65ml)  SDT046 

TH5 (65ml)  SDT047 

TH3 (65ml)  SDT043 

Hardness Stop/Go (Drop Test) 0 ï 4  

Stop/Go Reagent (65ml)  SDT129 

Chloride (Drop Test) 0 ï 3000  

BC1/CC1 (65ml)  SDT023 

BC2 (65ml)  SDT026 

CC2 (65ml)  SDT024 

Sulphite (Drop Test) 0 ï 150  

S1L (65ml)  SDT518/65 

S2 (65ml)  SDT093 

Phosphate (Comparator) 0 - 80   

PB1 (65ml)  SDT111 

PB2 (65ml)  SDT112 

Calibration Solutions for Extech Meters   

Standard Conductivity 1413mS (65ml)  SDT109/65 

pH 4 (65ml)  SDT119/65 

pH 7 (65ml)  SDT118/65 

pH 10 (65ml)  SDT161/65 

20% Acetic Acid (65ml)   SDT103 
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Section 4.6 
Legionella Compliance Test Kit - LCTK006 

Cooling Water systems require careful test monitoring to ensure the 
correct water conditions are achieved to reduce the risk of Legionella. 
Failure to keep the system under control can lead to scale, corrosion 
and the growth of the potentially fatal Legionella bacteria.  
 
Our Legionella compliance kit has been developed specifically for 
engineers and water treatment professionals involved in the weekly 
and monthly analysis of water systems.  
 
This kit is presented in its own robust carry-case and includes all the 
equipment and reagents necessary to test between 50 - 100 samples 
so that you can effectively monitor the water conditions. 

Contents Range Code 

Plastic Robust Case with Foam  EDT027 

Waterproof Instructions  EDT084 

1 x 20ml Standard Syringe  EDT 

1 x 10ml Standard Syringe  EDT 

2 x 65ml Test Bottles  2 x EDT018 

1 x Comparator (Checkit)  EDT085 

2 x 10ml Comparator Cells   2 x EDT006 

1 x 10ml Testing Tube  EDT015 

Pocket pH100 Meter 0 - 14 pH 

Pocket Conductivity/TDS/Temp Meter 0 ï 9,990 EC 

Alkalinity M (Drop Test) 0 ï 2400  

TA4 (65ml)  SDT004 

PA2/TA2 (65ml)  SDT005 

TA3 (65ml)  SDT006 

Bromine (Comparator) 0 - 5   

DPD No1 Tablets (50)  SDT106/50 

DPD Nitrite Powder (20gm)  SDT295 

Iron LR (Comparator) 0 ï 1  

Fe5 (65ml)  SDT110 

Hardness Total (Drop Test) 0 ï 1200  

TH2 (65ml)  SDT046 

TH5 (65ml)  SDT047 

TH3 (65ml)  SDT044 

Replacement reagents and other components are available, please refer to the relevant section. 
 
This test kit includes the following: 
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Section 4.6 
Legionella Compliance Test Kit - LCTK006 continued ... 

Contents Range Code 

H/TH4/CH3 (65ml)  SDT049 

Hardness Calcium (Drop Test) 0 ï 1200  

CH2 (65ml)  SDT043 

H/TH4/CH3 (65ml) (Already in other test)  SDT049 

TH3 (65ml) (Already in other test)  SDT044 

CH1P (20gm)  SDT050 

Hardness Stop/Go (Drop Test) 0 ï 4  

Stop/Go Reagent (65ml)  SDT129 

Chloride (Drop Test) 0 ï 3000  

BC1/CC1 (65ml)  SDT023 

BC2 (65ml)  SDT026 

CC2 (65ml)  SDT024 

Calibration Solutions for Extech Meters   

Standard Conductivity 1413mS (65ml)  SDT109/65 

pH 4 (65ml)  SDT119/65 

pH 7 (65ml)  SDT118/65 

pH 10 (65ml)  SDT161/65 
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Section 4.7 
Resin Test Kit - RAK008 

Ion exchange resins should be checked when the plant is serviced to de-
termine if the ion exchange resin is suffering from fouling or damage 
which will reduce the plant efficiency. 
 
Our highly portable and easy to use kit allows the qualitative analysis of 
ion exchange resins for the three main problems encountered when wa-
ter softeners or ion exchange plant efficiency is reduced.  
 
The ion exchange resin can be checked for Iron fouling, organic fouling 
and resin bead optical assessment. Failure to maintain good quality res-
ins will lead to serious problems including reduced efficiency and the 
build-up of scale and increased microbiological activity, which may in-
clude the growth of Legionella bacteria.  

Contents Range Code 

Complete Kit  RAK008 

Instruction sheets   

1 x Optic Magnifier  EDT034 

1 x 65ml Test Bottle  EDT018 

1 x Spatula  EDT062 

1 x Washer bottle (or DI water container)  EDT082 

1 x RA1 (65ml) Iron test reagent  SDT338 

1 x RA2 (65ml) Iron test reagent  SDT336 

1 x RA3 (65ml) Organic test reagent  SDT339 

   

   

The resin test kit is presented in its own robust carry-case and includes all the equipment and re-
agents necessary to perform between 100 and 200 tests required to effectively test and monitor the 
qualitative condition of ion exchange resins. 
 
Replacement reagents and other components are available, please refer to the relevant section. 
 
This test kit includes the following: 
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These fine undissolved suspended particles tend to settle on the surface and, in the process, foul the 
membrane. The net result is an increase in feed pressure, reduced flow and high conductivity of per-
meate. Spiral wound and hollow fine fibre membranes are the most vulnerable and once fouled, 
cleaning of the element is often difficult. 

Section 4.8 
Manual Silt Density KitðSDI001 

General Information 
Depleting supplies of fresh water, ground water contamination 
and the rising cost of water have compelled industries to in-
creasingly turn to the desalination of brackish/sea water as well 
as water recovered from treated industrial effluent and secon-
dary treated municipal sewage. 

All these recycled water systems use reverse osmosis (RO) sys-
tem for removal of dissolved solids. 

The presence of finely divided particles in feed water to an RO 
system can cause serious problems as they are too small to be 
retained by conventional pre-treatment systems they find their 
way to the RO membrane. The function of an RO membrane is 
to concentrate dissolved solids on one side of the membrane 
and allow water molecules to permeate through the other side. 
Suspended, colloidal particles are larger than dissolved solids 
and are also rejected by the membrane. 

Contents Range Code 

Instruction Booklet   

47mm Filter Holder  EDT086 

0.45 47mm Filter Papers (50Pk)  EDT181 

500ml Graduated Cylinder  EDT183 

Stop Watch   

Dull Tweezers   

SDI Assembly   

   

Use of Kit  
Silt Density Index (SDI) is an empirical test developed for measuring the rate of fouling of nano filtra-
tion (NF) or RO membranes. 

Suspended solids and colloidal materials in feed water are one of the biggest problems in reverse 
osmosis systems. Although most systems have some pre-treatment, including 5-micron pre-filters, 
these fine particles are responsible for the fouling of reverse osmosis membranes. 

In order to measure the degree of this fouling problem, a concept called Silt Density Index is 
used.  Here filtration rates are calculated by exposing a 0.45-micron filter to the feed water under 
pressure.  

An SDI of less than 5 is typically considered acceptable for the reverse osmosis systems. This 
means membranes should foul at a very low rate at SDI values of less than 5. Although this concept 
works most of the time, there are exceptions when a lower SDI (less than 3) is desirable due to the 
nature of the suspended solids in the feed water. 
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Section 5.1 
pH/Temperature Meter pH 1 - DTK 

The waterproof DTK pH 1 Meter has a built in smart chip which offers 
many advanced functions and features for a stick style pH Meter. 
 
Features: 
 

Waterproof and rugged enough to withstand harsh environments. 

LCD display  

Displays Max & Min values with data hold 

Easy to replace pH electrode 

Exchangeable with an ORP for redox 

Auto recognition of buffer solutions 

Automatic temperature compensation 

Simultaneous display of pH and temperature 

Auto shut off after 10 minutes 

Icons on display for easy recognition of function  

Specifications: 
 
pH: 
Temperature: 
Resolution:  
Accuracy:  
Power:  
Dimensions: 
Weight: 
 

 
 
-2.00 to 14.00pH 
0 to 90°C 
0.01pH 
±0.01pH,  ±1.8°F/±1°C 
2 x CR 2032 button batteries 
195 x 40 x 36 mm  
150g 
 
 
 

  

 



 

30 

Tel: 01604 686 995 sales@droptestkits.com 

d
ro

p
te

s
tk

it
s
.c

o
m

 

©2008 droptestkits.com 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Section 5.2 
pH/Temperature Meter PH-200  

Ideal for all pH water quality testing, water purification applications, wastewa-
ter regulation, aquaculture, hydroponics, colloidal silver, labs & scientific test-
ing, pools & spas, ecology testing, boilers & cooling towers, water treatment 
and more.  
 
 
Features: 

 
Measures pH and Temperature  

Auto-ranging three point calibration with digital fine tuning  

Includes 4 pH buffer solution in a sponge embedded in a clear cap  

Waterproof housing (IP-67 rating)  

Simultaneous temperature display  

Measurement Range: 0-14 pH  

Digital automatic calibration (one point), with digital fine tuning  

Auto-off function, data-hold function and low-battery indicator  

Display: large and easy-to-read LCD screen with temperature reading  

The PH-200 meter is three-point factory calibrated to 4, 7, and 10 pH.  

The meter can be recalibrated with digital calibration using the push  
 buttons  

Includes batteries, lanyard, and pH 7.0 buffer  
 

Specifications: 
 
pH: 
Temperature: 
Resolution:  
Accuracy:  
Power:  
Dimensions: 
Weight: 
 

 
 
0 to 14.00pH 
0 to 80°C 
0.01pH / 0.1°C 
±0.02pH 
3 x 357A Button Batteries 
185 x 34 x 34 mm  
95g 
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Section 5.3 
Extech pH/Temperature Meter - pH100 

The waterproof ExStik
®
 pH100 Meter has a built in smart chip which offers 

advanced functions and features to a stick style pH Meter not found any-
where else and has a robust flat surface electrode. 
 
Features: 
 

Flat surface pH electrod4e that is completely waterproof and rugged 
enough to withstand harsh environments. 

Memory records and recalls 15 sequentially tagged readings. Allows 
detection of changes over time. 

CAL feature that tells you when its time to recalibrate your meter 
which ensures accuracy. 

Analog bargraph originates at neutral point (pH7) to conveniently 
view trends in acidity or alkalinity.  

Renew indicator tells you its time to replace your electrode which 
eliminates guesswork. 

1, 2 or 3 point calibration automatically recognises buffer solutions. 

Automatic temperature compensation 

Simultaneous display of pH and temperature 

Waterproof to IP57 standard 

Display indicators when the reading is stabilised 

Data hold, Auto power off and low battery indication 

Waterproof design floats in water and protects the meter in wet envi-
ronment 

Interchangeable probes available for Chlorine & ORP 

Optional weighted base (EX006) holds plastic cup and ExStik meter 

Complete with flat surface pH electrode, protective sensor cap, sam-
ple cup with cap, four 3V CR-2032 button batteries, and 48ò (1.2m) 
neck strap. 

Specifications: 
 
pH: 
Temperature: 
Resolution:  
Accuracy:  
Power:  
Dimensions: 
Weight: 
 
Optional Extra: 
 
Weighted Base and 5 
Solution Cups 

 
 
0.00 to 14.00pH 
23° to 194ºF (-5 to 90°C) 
0.01pH, 0.1° 
±0.01pH,  ±1.8°F/±1°C 
Four LR44W button batteries 
1.4x6.8x1.6" (35.6x172.7x40.6mm)  
3.8oz (110g) 
 
Code: 
 
EX006 
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Section 5.4 
Conductivity/TDS/Temperature Meter EC 1 - DTK 

The waterproof DTK EC 1 Meter has a built in smart chip which 
offers many advanced functions and features for a stick style EC 
Meter. 
 
Features: 
 

Waterproof and rugged enough to withstand harsh environ-
ments. 

LCD display for  

Displays Max & Min values with data hold 

Easy to replace conductivity electrode 

Auto recognition of conductivity solutions 

Automatic temperature compensation 

Simultaneous display of conductivity and temperature 

Auto shut off after 10 minutes 

Icons on display for easy recognition of function  

Specifications 
 
Conductivity:  
 
 
TDS: 
 
 
Salinity 
 
 
Temperature: 
Power: 
 
Dimensions: 
 
Weight: 
 

Ranges 
 
0 to 199.9µS/cm 
200 to 1999µS/cm 
2.00 to 19.99mS/cm 
0 to 99.9ppm (mg/L) 
100 to 999ppm (mg/L) 
1.00 to 9.99ppt (g/L) 
0 to 99.9ppm (mg/L) 
100 to 999ppm (mg/L) 
1.00 to 9.99ppt (g/L) 
32º to 149ºF (0 to 65ºC) 
Four SR44W Button 
Batteries 
1.4x6.8x1.6ò (36x173x41
mm) 
3.8oz (110g) 

Max Resolution 
 
0.1µS/cm 
1µS/cm 
0.01mS/cm 
0.1ppm (mg/L) 
1ppm (mg/L) 
0.01ppt (g/L) 
0.1ppm (mg/L) 
1ppm (mg/L) 
0.01ppt (g/L) 
0.1ºF/ºC 
 

Basic Accuracy 
 
± 2% FS 
 
 
± 2% FS 
 
 
± 2% FS 
 
 
± 1.8ºF/1ºC 
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Section 5.5 
Conductivity/TDS/Temperature Meter COM-100 

Ideal for all water quality testing, water purification applications, waste-
water regulation, aquaculture, hydroponics, colloidal silver, labs &  
scientific testing, pools & spas, ecology testing, boilers & cooling  
towers, water treatment and more.  
 
 
Features: 
 

Measures Electrical Conductivity (EC), Total Dissolved  
 Solids (TDS) & Temperature 

Three different calibration options each with its own non-linear 
conversion factor 

Automatic Temperature Compensation (ATC) using three  
 temperature coefficients 

Waterproof housing (IP-67 rating) 

Measurement Range: 0-999 µS; 0-8560 ppm (auto-ranging) 

Digital Calibration (push button) 

Auto-off function, data-hold function & low-battery indicator 

Display: large & easy-to-read LCD screen includes simultaneous 
temperature reading 

The COM-100 meter is calibrated with a 1413 µS solution. The 
meter can be recalibrated with digital calibration using the push 
buttons, rather than a screwdriver 

Includes a cap, batteries & lanyard 

Specifications 
 
Conductivity:  
 
 
TDS: 
 
 
Salinity 
 
 
Temperature: 
Power: 
 
Dimensions: 
 
Weight: 
 
 
 
 

Ranges 
 
0 to 199.9µS/cm 
200 to 1999µS/cm 
2.00 to 19.99mS/cm 
0 to 99.9ppm (mg/L) 
100 to 999ppm (mg/L) 
1.00 to 9.99ppt (g/L) 
0 to 99.9ppm (mg/L) 
100 to 999ppm (mg/L) 
1.00 to 9.99ppt (g/L) 
32º to 149ºF (0 to 65ºC) 
Four SR44W Button 
Batteries 
1.4x6.8x1.6ò (36x173x4
1mm) 
3.8oz (110g) 
 
 
 
 

Max Resolution 
 
0.1µS/cm 
1µS/cm 
0.01mS/cm 
0.1ppm (mg/L) 
1ppm (mg/L) 
0.01ppt (g/L) 
0.1ppm (mg/L) 
1ppm (mg/L) 
0.01ppt (g/L) 
0.1ºF/ºC 
 
 
 
 
 
 
 
 
 

Basic Accuracy 
 
± 2% FS 
 
 
± 2% FS 
 
 
± 2% FS 
 
 
± 1.8ºF/1ºC 
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Section 5.6 
Extech Conductivity/TDS/Temp/Salinity Meter - EC400 

The waterproof ExStik Conductivity/TDS/Salinity Meter offers one high accu-
racy multi-range sensor which measures four parameters (Conductivity, TDS, 
Salinity and Temperature). 

 
Features 
 

Auto ranging meter offers 3 ranges to measure from pure water to 
salinity solution to waste, boiler and cooling water using the same 
conductivity cell. 

6 units of measure: µS/cm, mS/cm, ppm, ppt, mg/L, and g/L. 

Internal memory stores up to 15 labelled readings for easy recall. 

Self calibration on power up. 

Waterproof design to withstand wet environment ï meets IP57 
Standard. 

Easy to replace Conductivity cell module. 

Auto ranging meter offers 3 ranges of measurements from tap 
water to wastewater and any aqueous solution requiring a con-
ductivity, TDS or Salinity measurements. 

High accuracy multi-range conductivity cell measures Conductiv-
ity, TDS, Salinity and Temperature. 

Adjustable Conductivity to TDS ratio factor from 0.4 to 10 ï con-
veniently calculates the TDS value. 

Large 3-1/2 digit (2000 count) Digital display with analog bar 
graph to indicate sample trends. 

Data Hold, Auto Power Off and low battery indication. 

Automatic Temperature Compensation of 2% per ºC. 

Simultaneous display of Conductivity, TDS, or Salinity plus Tem-
perature. 

Self calibration of electronics on power up. 

EC400 includes meter and Conductivity cell*, protective sensor 
cap, sample cup with cap, four CR2032 button batteries and 
48ò (1.2m) neck strap. 

Specifications 
 
Conductivity:  
 
 
TDS: 
 
 
Salinity 
 
 
Temperature: 
Power: 
Dimensions: 
Weight: 
 
Optional Extras 
 
Weighted Base and 
5 Solution Caps 

Ranges 
 
0 to 199.9µS/cm 
200 to 1999µS/cm 
2.00 to 19.99mS/cm 
0 to 99.9ppm (mg/L) 
100 to 999ppm (mg/L) 
1.00 to 9.99ppt (g/L) 
0 to 99.9ppm (mg/L) 
100 to 999ppm (mg/L) 
1.00 to 9.99ppt (g/L) 
32º to 149ºF (0 to 65ºC) 
Four SR44W Button Batteries 
1.4x6.8x1.6ò (36x173x41mm) 
3.8oz (110g) 
 
Code 
 
EX006 

Max Resolution 
 
0.1µS/cm 
1µS/cm 
0.01mS/cm 
0.1ppm (mg/L) 
1ppm (mg/L) 
0.01ppt (g/L) 
0.1ppm (mg/L) 
1ppm (mg/L) 
0.01ppt (g/L) 
0.1ºF/ºC 
 
 
 
 
 
 

Basic Accuracy 
 
± 2% FS 
 
 
± 2% FS 
 
 
± 2% FS 
 
 
± 1.8ºF/1ºC 
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Section 5.7 
Combined pH/Conductivity/TDS/Temp Meter - EC500 

The waterproof ExStik
®
 II pH/Conductivity Meter Combination comes with a rug-

ged flat surface pH electrode and an Auto-ranging high accuracy conductivity cell. 
 
Features 
 

Measures 5 parameters including Conductivity, TDS, Salinity, pH, and 
Temperature using one electrode. 

9 units of measure: pH, µS/cm, mS/cm, ppm, ppt, mg/L, g/L, °C, °F.  

Analog bargraph indicates trends.  

Memory stores up to 25 labelled readings. 

Adjustable Conductivity to TDS ratio from 0.4 to 1.0; 0.5 fixed Salinity ratio. 

RENEW feature alerts user when electrode needs replacement . 

Auto power off and low battery indicator. 

Waterproof to IP57. 

EC500 meter includes electrode, protective sensor cap, sample cup with 
cap, four 3V CR-2032 batteries, and 48ò (1.2m) neck strap. 

EC510 Kit includes EC500, 84µS/cm, 1413µS/cm and 1288µS/cm calibra-
tion standards, pH buffer pouches (1 each of 4, 7, 10pH plus rinse solu-
tion), weighted base, 3 sample cups with caps, and case. 

Specification 
 
 Conductivity: 
  
  
TDS/Salinity: 
  
  
pH: 
Temperature: 
 
Waterproof: 
Memory: 
Dimensions: 
  
Weight: 
 
 
Options 
Weighted Base and 5 
Solution Cups 

Range 
 
0 to 199µS/cm, 200 to 
1999µS/cm, 2.00 to 
19.99mS/cm 
0 to 99.9ppm (mg/L), 
100-999ppm (mg/L), 
1.00 to 9.99ppt 
0.00 to 14.00pH 
32º to 149ºF (0 to 
65ºC) 
IP67 
25 datasets 
1.4 x 7.3 x 
1.6ò (36x18641mm) 
3.8oz (110g) 
 
 
 
EX006 

Max Resolution 
 
0.1µS/cm 
  
  
0.1ppm (mg/L) 
  
0.01pH 
0.1ºF/ºC 
  
 
 
 
 
 
 
 
 
 
                                              

Basic Accuracy 
 
±2% FS 
  
  
±2% FS 
  
  
±0.01pH 
±1.8ºF/1ºC 
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Section 5.8 
Total Chlorine/Temperature Meter - CL200 

The waterproof ExStik
®
 CL200 Chlorine Meter gives a direct reading of To-

tal Chlorine down to 0.01ppm and is unaffected by colour/turbidity of the 
sample. 
 
Features 
 

Direct reading of Total Chlorine provides fast and easy measure-
ments (less than 2 minutes). 

Low detection limit down to 0.01ppm. 

Wide dynamic range of measurement up to 10ppm (use dilution 
method for 10 to 50ppm). 

Unaffected by sample colour or turbidity. 

Automatic electronic calibration. 

Memory stores, tags and recalls up to 15 readings. 

Unique flat surface chlorine electrode. 

Waterproof to IP67 standard. 

The state of the art LCD simultaneously displays ppm of Total Chlo-
rine and Temperature plus analog bargraph indicator. 

Complete with meter and flat surface Chlorine electrode, ExTab® 
reagent tablets (50 tests), protective sensor cap, sample cup with 
cap, four 3V CR-2032 batteries, and 48" (1.2m) neck strap. 

Specifications 
 
ppm:     0.01 to 00ppm (10 to 50ppm using dilution method) 
Temperature:  23° to 194F (-5 to 90°C) 
Resolution:    0.01ppm ; 0.1°F/°C 
Accuracy:    ±10% of reading ±0.01ppm; ±1.8°F/±1°C 
Power:    four SR44W button batteries 
Dimensions/weight:  1.4 x 6.8 x 1.6" (35.6 x 172.7 x 40.6mm)/ 3.85oz (110g) 
 
Optional Extras 
 
Weighted Base and 5 Solution Cups:  Code EX006   
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Section 5.9 
Dissolved Oxygen/Temperature Meter - D0600 

The waterproof ExStik® II Dissolved Oxygen Meter incorporates an easy to re-
place screw on membrane cap with optional extension cables. 
 
Features 
 

Oxygen level displayed as % Saturation from 0 to 200.0% or Concentration 
from 0 to 20.00ppm (mg/L). 

Adjustable Altitude Compensation (0-20,000ft in 1,000ft increments). 

Adjustable Salinity Compensation from 0 to 50ppt. 

Analog bargraph indicates trends. 

Memory stores up to 25 data sets with DO and Temperature reading. 

Self calibration on power up. 

Data Hold, Auto power off, Low battery indicator. 

Waterproof to IP57. 

Optional 3 ft (1m) or 16ft (5m) extension cable with probe weight. 

Complete with DO electrode, protective sensor cap, spare membrane cap, 
electrolyte, four 3V CR-2032 batteries, and 48" (1.2m) neck strap. 

 

 
Specification   Range   Max Resolution  Basic Accuracy 
 
DO (saturation mode)   0 to 200.0%    0.1%     ±2% FS 
DO (concentration mode)  0 to 20.00ppm (mg/L)  0.01ppm (mg/L)   0.4ppm (mg/L) 
Temperature:    32 to 122°F (0 to 50°C)  0.1°F/°C    ±1.8°F (1°C) 
Dimensions     1.4x 6.9x1.6ò  
     (36 x176 x 41mm) 
Weight:     3.8oz (110g) 
 
Optional Extras 
 
Weighted Base and 5 Solution Cups:   Code: EX006   
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Section 5.10 
ORP Meter - Extech RE300 

The Extech ORP Meter has flat surface electrodes which provides ñOn-the-Spotò 
measurements and also has a large display with bargraph. 
 
Features: 
 

Measures ORP from ï999 to 999mV with high resolution of 1mV and ±4mV 
accuracy. 

Automatic electronic self calibration. 

Simulated analog bargraph displays change in ORP reading. 

Memory stores and recalls 15 readings and saves last calibrated value. 

Data validation indicators show user the reading is stabilised. 

Large 3-1/2 digit (2000 count) Digital display with bargraph. 

Data Hold, Auto shut-off and low battery indicator. 

Easy to replace electrode module is interchangeable with pH and Chlorine 
modules; (built in chip automatically recognises the type of probe plugged 
in for specific measurements). 

Waterproof (IP57) design floats in water and protects the meter in wet envi-
ronment. 

Complete with meter and electrode, protective sensor cap, sample cup, 
four 3V CR-2032 batteries and neck strap. 

Specifications 
 
ORP (mV):   999 to 999mV 
Resolution:   1mV 
Accuracy:   ±4mV 
Power:   four SR44W button batteries 
Dimensions:   1.4 x 6.8 x 1.6ò (35.6 x 172.7 x 40.6mm) 
Weight:   3.85oz (110g) 
 
Optional Extras 
 
Weighted Base and 5 Solution Cups:  Code: EX006    
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Section 5.11 

   

Refractometers are a precision optical instrument designed to 
measure the concentration of Glycol as PEG or MEG displayed as 
a % and freeze point.  
 
They are easy to use, you simply place a few drops of the treated 
solution with the pipette included on to the prism glass and hold up 
to the light. You can then read the concentration of Glycol in % or 
freeze point on to the lens. 
 
The RHA-200ATC has a built-in automatic temperature compensa-
tion system. 
 
Measuring Range 
 

Ethylene Glycol :  60 ºC - 0 ºC with a resolution of 5ºC 
 
Polypropylene :  50 ºC - 0 ºC with a resolution of 5ºC 
 
Battery Acid :  1.100-1.400sg with a resolution of 0.01sg 

 
 

 

Refractometer - RHA-200ATC (Glycol Tester) 

 



 

Section 6.0 
Professional Test Meters 
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Section 6.1 

The Martini Mi806 is a multi-function portable meter measuring pH , 
EC, TDS and temperature using a single probe. 
   

Measures 4 parameters with 1 single probe.   

Offers a combination of pH, Conductivity, TDS total dissolved 
solids and temperature measurements.  

You can select from a range of calibration buffers and also the 
temperature scale (°C or °F) can be selected.  

The multi-parameter probe MA851D/1, includes pH/EC/TDS 
and temperature, all in one rugged handle.   

Other features include different TDS factors from 0.45 to 1.00, 
and a range of temperature coefficients (ß) from 0.0 to 2.4% 
for greater consistency and reproducibility.   

The Stability Indicator prompts the user when the reading sta-
bilizes. The Auto-Hold Function automatically freezes reading 
for later viewing.  Large and Easy-to-Read display provides 
simultaneous readings of pH and Temperature or EC/TDS and 
temperature 

Specifications 
 
Range:          pH 
                     EC 
                     TDS 
                     Temp 
Resolution:   pH 
                     EC 
                     TDS 
                     Temp 
Accuracy (25ºC):    pH 
                               EC/TDS 
                               Temp 
Typical EMC Deviation:    pH 
                                         EC/TDS 
                                         Temp 
Typical Compensation: 
 
pH Calibration: 
EC Calibration: 
EC/TDS Conversion Factor: 
Probe (Included): 
 
Environment: 
Battery Type (Included): 
Battery Life: 
Auto-off: 
Dimensions: 
Weight (with battery): 

 
 

Optional Extra : 
Mi806 Probe 
 

 
 
0.00 to 14.00 pH 
0.00 to 20.00 mS/cm 
0.00 to 10.00 ppt 
0.0 to 60.0ºC / 32.0 to 140.0ºF 
0.01pH 
0.1 mS/cm 
0.01 ppt 
0.1ºC / 0.1ºF 
±0.01 pH 
±2% FS 
±0.5ºC / ±1ºF 
±0.02 pH 
±2% FS 
±0.5ºC / ±1ºF 
Automatic from 0 to 60ºC;  
6 adj. from 0.0 to 2.4%/ºC 
1 or 2-point with automatic buffer recognition 
Automatic, 1 point 
Adj. from 0.45 to 1.00 
MA851D/1 amplified pH/EC/TDS/Temperature probe 
with DIN connector and 1m cable 
0 to 50ºC / 32 to 122ºF; 100% RH max 
1 x 9Valkaline 
Approx. 300 hours 
After 8 minutes 
200 x 85 x 50mm 
260g 
 
 
 
 

 

Martini MI806 4 in 1 Test Meter - pH/EC/TDS/Temperature  
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Section 6.2 
Conductivity Meter  -  ADWA AD310 

The AD 310 is a simple to use, accurate, reliable 
hand held meter which has been designed to han-
dle the tough environment of field work.  The in-
strument provides the user with conductivity read-
ing with measurement stability control.  

 

Autoranging Conductivity - ensures the best 
 resolution 

Automatic temperature compensation 

Supplied in robust case with heavy duty 
 probe & batteries 

Measurement stability indicator 

Supplied with calibration solution 

Auto-off feature after 5 minutes to save  
 battery life 

Simple calibration to a single point 

 

Specifications 
 
Conductivity:  
 
 
Temperature: 
 
Power: 
 
Dimensions: 
 
Weight: 
 

Ranges 
 
0 to 1999 µS/cm 
19.99 to 199.9 mS/cm 
 
-9º to 120ºC  
 
Four AA Batteries 
 
70 x 145 x 26 mm 
 
200g 

Max Resolution 
 
0.1µS/cm 
0.01mS/cm 
 
0.1ºC 
 

Basic Accuracy 
 
± 1%  
 
 
± 1.8ºF/1ºC 
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Section 6.3 
pH Meter  -  ADWA AD111 

The AD 111 is a simple to use, accurate, reliable 
hand held meter which has been designed to handle 
the tough environment of field work.  The instrument 
provides the user with pH and Temperature readings 
with measurement stability control.  

 

Automatic pH calibration 

Automatic temperature compensation 

Supplied in robust case with heavy duty probe 
 & batteries 

Measurement stability indicator 

Supplied with pH buffers solutions 4.0 & 7.0 

Auto-off feature after 8 minutes to save battery 
 life 

Simple calibration to a single point 

Will also measure mV (Redox) with additional 
 probe 

 

Specifications 
 
pH: 
 
mV:  
 
Temperature: 
 
Power: 
 
Dimensions: 
 
Weight: 
 

Ranges 
 
-2 to 16.00  
 
0 to 1000 mV 
 
-5º to 105ºC  
 
Four AA Batteries 
 
70 x 145 x 26 mm 
 
200g 

Max Resolution 
 
0.01 pH  
 
1 mV 
 
0.1ºC  

Basic Accuracy 
 
± 0.02 pH  
 
± 2 mV  
 
± 0.5ºC  
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Section 6.4 
 pH Meter - Jenway 350 

The Jenway 350 pH Meter offers simple yet professional performance 
for the operator who requires reliable results from trusted technology. 
With its single pH input and manual temperature compensation the 
350 is easy to use, but also offers such advanced features as the 32 
reading non-volatile memory. 
 
Features 
 

Power on self-check routine 

Environmentally protected case to IP65 

32 reading data storage 

Automatic or Manual calibration 

500 hours battery life 

Simultaneous pH and Temperature reading 

Full range of application specific electrodes and consum-
ables 

Specifications 
 
pH Range: 
Resolution (Accuracy): 
Manual Temperature Compensation: 
Resolution: 
Auto Buffer Recognition: 
Calibration: 
Power: 
Battery Life: 
Size: 
Weight: 
 

 
 
-2.00 to 16.00pH  
0.01pH (± 0.02pH) 
0 to 100°C / 32 to 212°F  
0.1°C / 1°F  
4.00, 7.00, 9.22 & 10.00 (manual override)  
User Selectable 1 or 2 point  
2 AA Cells (included)  
500 hours typical (@25°C with alkaline cells)  
175(l) x 75(w) x 35(d) mm  
250g 
 

 

The custom back-lit liquid crystal display simultaneously shows the pH reading and the manually set 
temperature compensation value that is simply adjusted with the up and down arrow keys. A one or 
two point calibration can be selected and, for ease of operation, automatic buffer recognition can be 
used. In special applications this can be overridden, enabling calibration to be set at any two points 
across the full pH range. 
 
An indication of battery life is also permanently shown on the display. An automatic switch off facility 
helps to conserve battery life. This product is ideal for use in field or any portable situation. 
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Section 6.5 
Conductivity/TDS/Temperature Meter - Jenway 470 

The Jenway 470 Conductivity/TDS Meter is a general purpose hand 
held meter offering a wide measuring range, which is further compli-
mented by the auto-ranging function that ensures results are displayed 
with the highest resolution that can be achieved. 
 
Features 
 

Automatic range selection for optimum resolution. 

Automatic or Manual calibration. 

32 reading data storage. 

Conductivity and TDS modes. 

Power on self-test routine. 

Specifications: 
 
Conductivity: 
Ranges: 
Resolution (Accuracy): 
TDS Ranges: 
 
Resolution (Accuracy): 
Temperature Range: 
Resolution Accuracy: 
ATC & Manual ranges: 
Cell constant: 
Reference Temperature: 
Temperature Coefficient: 
Auto Standard Recognition: 
Probe input: 
Power: 
Battery Life: 
Size: 
Weight: 
 

 
 
6 switched ranges 
0 to 19.99µS - 0 to 1999mS*  
0.1µS to 1mS* (±0.5% ±2 digits)  
6 switched ranges 
0 to 19.99mg/l - 0 to 1999g/l*  
0.01mg/l to 1g/l* (±0.5% ±2 digits)  
-10 to 105°C / 14 to 221°F  
0.1°C/1°F (±0.5°C/±1°F)  
0 to 100°C / 32 to 212°F  
Digitally settable 0.01 to 19.99 
18, 20 or 25°C settable  
0.00 to 4.00%/°C linear  
10µS, 84µS, 1413µS or 12.88mS (manual Override) 
Mini-DIN conductivity/temperature  
2 AA Cells (supplied) 
500 hours typical (@25°C with alkaline cells)  
175(l) x 75(w) x 35(d)mm 
250g 
* only with cell constant > 5  
 

 

Calibration can be carried out automatically against standard solutions at 10µS, 84µS, 1413µS and 
12.88mS or a manual calibration can be made against any other standard value.  
 
Standard conductivity measurements can be made quickly and easily using the default settings, but 
for more complex applications a full range of adjustments can be made. The reference temperature 
can be set to 18, 20 or 25°C and the temperature coefficient set from 0 to 4%/°C. When using the 
alternative TDS range the E/C ratio can be set from 0.5 to 0.8 to ensure conformance with all  
operating procedures. 
 
A simple, dual function memory bar enables up to 32 readings to be stored and recalled from the  
non-volatile internal memory. 
 
An indication of battery life is also permanently shown on the display. An automatic switch off  
facility helps to conserve battery life. This product is ideal for field or any portable situation. 
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Section 6.6 
Combined pH/Conductivity/TDS/Temp Meter - Jenway 430 

The 430 is designed to readily withstand the rigours of portable analysis, while 
reliably measuring pH and Conductivity in a simple and professional manner. 
 
Features 
 

Simultaneous readout of pH, Conductivity or TDS and  

Temperature 

Fully featured pH and Conductivity meters in a single, hand held 
unit 

Automatic or Manual calibration of both functions  

Power on self-check routine 

Calibration diagnostics 

Environmentally protected case to IP65 

Specifications 
pH Range (1 or 2 point call): 
Resolution: 
Accuracy: 
Conductivity Ranges: 
Resolution: 
Accuracy: 
TDS Ranges: 
Resolution: 
Accuracy: 
Temperature Ranges: 
Resolution: 
Accuracy: 
ATC Range: 
Manual Temp. Comp.: 
Auto Buffer Recognition: 
Auto Standard Recognition: 
Cell Constant: 
EC Ration (TDS): 
Reference Temperature: 
Temperature Coefficient: 
Power: 
Battery Life: 
Size: 
Weight: 

 
0 to 14pH 
0.01pH 
±0.02pH 
5 switched ranges: 0 to 19.99µSð0 to 199.9mS 
0.01µS, 0.µS, 1µS, 0.01mS, 0.1mS 
±0.5% ±2 digits 
5 switched ranges: 0 to 19.99mg/lð0 to 199.9g/l 
0.01mg/l, 0.1mg/l, 1mg/l, 0.01g/l, 0.1g/l 
±0.5% ±2 digits 
-9.9 to +99.9ºC / 32 to 212ºF 
0.1ºC/ 1ºF 
±0.5ºC / ±1ºF 
0 to 99.9ºC / 32 to 212ºF 
0 to 99.9ºC / 32 to 212ºF 
4, 7, 9.22 and 10.00 (manual override facility) 
10µS, 84µS, 1413µS, 12.88mS 
0.01 to 19.99 
0.50 to 0.80 
18, 20 or 25ºC 
0.00 to 4%/ºC 
2 AA cells 
100 hours typical (@25ºC with alkaline cells) 
175(l) x 75(w) x 35(d) mm 
250g 
 

 

This product allows the simultaneous readout of pH, Conductivity or TDS and Temperature using the 
custom backlit liquid crystal Display. Calibration are clearly indicated, together with the parameter in 
error. 
 
It offers 1 or 2 point pH calibration and automatic buffer recognition with manual override.  
Conductivity calibration can be performed on standard solutions or by direct cell constant entry. The  
Conductivity/TDS range is automatically selected for optimum resolution and temperature compen-
sated using an adjustable temperature coefficient.  
 
The 430 is supplied with a combined and pH probe assembly (a temperature sensor is also  
incorporated to provide automatic temperature compensation). The probe connects to the instrument 
via a single mini-DIN connector for operator convenience. 
 
An indication of battery life is also permanently shown on the display. An automatic switch off facility 
helps to conserve battery life. This product is ideal for field or any portable situation.  



Section 7.0 
Drop Test Kits 
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Section 7.0 
Drop Test Kits 

Our high quality drop test kits are available in a range of parameter 
specific options to suit most analysis requirements. Each self     
contained kit is housed in its own rugged carry case and comes 
complete with titration bottle, 65 ml reagents, tablets or powders;   
a crushing rod (if required) and an easy to follow waterproof         
instruction manual.  
 
Each drop test kit or replacement reagent pack includes reagents 
necessary to perform between 100 and 200 tests. Replacement 
reagents are available, refer to back of catalogue 

Parameter Range/ppm Reagents Code  

Acidity 
  

20-6000 Complete Kit 
*PA1 (65ml) 
*ACD2 (65ml) 
*ACD3 (65ml) 

DTK001 
SDT001 
SDT002 
SDT003 

 

Alkalinity p 
  

20-2400 Complete Kit 
*PA1 (65ml) 
*PA2/TA2 (65ml) 
*TA3 (65ml) 

DTK002 
SDT001 
SDT005 
SDT006 

 

Alkalinity M 
  

20-2400 Complete Kit 
*PA2/TA2 (65ml) 
*TA3 (65ml) 
*TA4 (65ml) 

DTK003 
SDT005 
SDT006 
SDT004 

 

Alkalinity OH 
  

20-2000 Complete Kit 
*PA1 (65ml) 
*PA2/TA2 (65ml) 
*PA3 (65ml) 
*TA3 (65ml) 

DTK004 
SDT001 
SDT005 
SDT007 
SDT006 

 

Alkalinity p, M & OH 
  

20-2400 Complete Kit 
*PA1 (65ml) 
*PA2/TA2 (65ml) 
*PA3 (65ml) 
*TA3 (65ml) 
*TA4 (65ml) 

DTK005 
SDT001 
SDT005 
SDT007 
SDT006 
SDT004 

 

Anionics (As Sodium 
Lauryl Sulphate) 
  

5-2000 Complete Kit 
*P1/M (50ml) 
*P2/3 (65ml) 
*P9 (65ml) 
*P10 (65ml) 

DTK006 
SDT012 
SDT013 
SDT014 
SDT015 

 

Bromine Total 
  

0-20 Complete Kit 
*TBR1 (65ml) 
*TBR2 (65ml) 

DTK007 
SDT016 
SDT017 

 

Chelant (Free)  
(as EDTA) 

0-240 Complete Kit 
*FC1 (65ml) 
*FC2 (65ml) 
*FC3 (65ml) 

DTK053 
SDT018 
SDT019 
SDT020 

 

Chelant (Total) 
(as EDTA) 
  

0-240 Complete Kit 
*P1/4 Tablets (50) 
*CT2 (65ml) 

DTK008 
SDT074 
SDT022 

 

* Replacement components     
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Section 7.0 
Drop Test Kits continued ... 

Parameter Range/ppm Reagents Code  

Chloride LR & HR 
  

5-3000 Complete Kit 
*BC1/CC1 (65ml) 
*BC2 (65ml) 
*CC2 (65ml) 

DTK009 
SDT023 
SDT026 
SDT024 

 

Chlorine LR & HR (Free) 
  

0-300 Complete Kit 
*FCL1 (65ml) 
*FCL2 (65ml) 
*FCL3 (65ml) 

DTK010 
SDT027 
SDT028 
SDT029 

 

Chlorine Dioxide VLR 
  

0-12 Complete Kit 
*CD01 (65ml) 
*CD02A (65ml) 

DTK011 
SDT036 
SDT122 

 

Chlorine Dioxide LR 
  

0-24 Complete Kit 
*CD01 (65ml) 
*CD02A (65ml) 
*CD02 (65ml) 

DTK012 
SDT036 
SDT122 
SDT037 

 

Chlorine Dioxide VLR-HR 
  

0-600 Complete Kit 
*CD01 (65ml) 
*CD02A (65ml) 
*CD02 (65ml) 
*CD03 (65ml) 

DTK013 
SDT036 
SDT122 
SDT037 
SDT038 

 

Hardness Stop/Go or 
Yes/No 
  

0-4 Complete Kit 
*Stop/Go Solution (65ml) 
or 
*Yes/No Tablets (50) 

DTK014 
SDT129 
 
SDT121-50 

 

Hardness Calcium 
  

0-1200 Complete Kit 
*CH2 (65ml) 
*H/TH4/CH3 (65ml) 
*TH3 (65ml) 
*CH1P (20g) 

DTK015 
SDT043 
SDT049 
SDT044 
SDT050 

 

Hardness Total 
  

0-1200 Complete Kit 
*TH2 (65ml) 
*H/TH4/CH3 (65ml) 
*TH3 (65ml) 
*TH5 (65ml) 

DTK016 
SDT046 
SDT049 
SDT044 
SDT047 

 

Hydrogen Peroxide LR 0-50 Complete Kit 
*HP1 (65ml) 
*HP3 (65ml) 

DTK051 
SDT051 
SDT053 

 

Hydrogen Peroxide HR 
  

10-5000 Complete Kit 
*HP1 (65ml) 
*HP2 (65ml) 

DTK017 
SDT051 
SDT052 

 

Hydrogen Peroxide LR & 
HR 

0-5000 Complete Kit 
*HP1 (65ml) 
*HP2 (65ml) 
*HP3 (65ml) 

DTK054 
SDT051 
SDT052 
SDT053 

 

* Replacement components     
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Section 7.0 
Drop Test Kits continued ... 

Parameter Range/ppm Reagents Code  

Hypochlorite (Sodium) 0-15% Complete Kit 
*CL1P (20g) 
*CL2A (50) 
*CL5 (65ml) 
*CL2B (10g) 

DTK060 
SDT030 
SDT031/50 
SDT035 
SDT032 

 

Iron VHR 200-6000 Complete Kit 
*HFE1 (65ml) 
*HFE2 (65ml) 
*HFE3 (20g) 
*HFE4 (65ml) 

DTK033 
SDT055 
SDT056 
SDT057 
SDT058 

 

Molybdate LR 0-50  Complete Kit 
*MB1 (65ml) 
*MB2 (5g) 
*MB3 (65ml) 

DTK018 
SDT063 
SDT064 
SDT065 

 

Molybdate (MLB) HR 0-500 Complete Kit 
*MLB1 (65ml) 
*MLB2 (65ml)  

DTK052 
SDT440 
SDT441 

 

Nitrite 
  

10-2000 Complete Kit 
*N1 (65ml) 
*N2 (65ml) 

DTK020 
SDT072 
SDT073 

 

Nitrite HR 
  

10-3000 Complete Kit 
*N1HR (65ml) 
*N2HR (65ml) 

DTK021 
SDT177 
SDT178 

 

Peracetic Acid 
  

10-6000 Complete Kit 
*HP1 (65ml) 
*CL2A (50) 
*CL7 (65ml) 
*CL2B (10g) 

DTK045 
SDT051 
SDT031/50 
SDT054 
SDT032 

 

pH 
  

0-14 Complete Kit 
*Universal pH Indicator (65ml) 

DTK022 
SDT164 

 

Phosphonate (Short) 
(HEDP & AMP) 
  

4-20 Complete Kit 
*P1/4 Tablets (50) 
*P5 (65ml) 

DTK023 
SDT074/50 
SDT075 

 

Phosphonate (S/Long) 
(HEDP & AMP) 
 
(Use in areas where 
the Alkalinity is greater 
than 500ppm) 

4-20 Complete Kit 
*P1/2 (65ml) 
*P3 (65ml) 
*P4 Tablets (100) 
or 
*P4L (65ml) 
*P5 (65ml) 

DTK059 
SDT514 
SDT080 
SDT081/100 
 
SDT291 
SDT075 

 

Phosphonate 
(PBTC) 

0-50 Complete Kit 
*PO1 (65ml) 
*PO2 (65ml) 
*PO3 (65ml) 

DTK032 
SDT351 
SDT352 
SDT353 

 

   * Replacement components  
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Section 7.0 
Drop Test Kits continued ... 

Parameter Range/ppm Reagents Code  

Polyacrylate 
  
  

2-10 Complete Kit 
*A1 (65ml) 
*A2 (65ml) 
*A3 (50ml) 
*A4 (65ml) 
*A5 (65ml) 
*A6 (65ml) 
*25mm filter holder 
*50 x 0.45µ filter papers 

DTK025 
SDT082 
SDT083 
SDT087 
SDT084 
SDT085 
SDT086 
EDT044 
EDT061 

 

Polyamine (as CTAB) 
  

1-20 Complete Kit 
*P1/M (50ml) 
*P2/3 (65ml) 
*P4/2 (65ml) 

DTK026 
SDT012 
SDT013 
SDT088 

 

QAC (Cationics) 
  

20-1000 Complete Kit 
*QA1 (65ml) 
*QA2 (65ml) 
*QA3 (65ml) 

DTK027 
SDT089 
SDT090 
SDT091 

 

Sulphite 
  

0-200 
 
 

Complete Kit 
*S1 (40g) 
*S2 (65ml) 

DTK028L 
SDT092 
SDT093 

 

Sulphite HR 0-300 Complete Kit 
*S1 (40g) 
*S2 (65ml) 
*S2HR (65ml) 

DTK061 
SDT092 
SDT093 
SDT387 

 

Tannin 
  

5-200 Complete Kit 
*TN1 (40g) 
*TN2 (65ml) 

DTK029 
SDT094 
SDT095 

 

Total Oxidant 
  

0.2-6 Complete Kit 
*TO1 (65ml) 
*TO2 (40g) 
*TO3 (40g) 
*TO4 (65ml) 

DTK030 
SDT213 
SDT214 
SDT215 
SDT216 

 

Zinc 
  

0-2 Complete Kit 
*Z1 (65ml) 
*Z4T Tablets (50) 
*Z5 (65ml) 

DTK031 
SDT096 
SDT101 
SDT097 

 

* Replacement components     

 



Section 8.0 
MiniKits 
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Section 8.0 
MiniKits 

Our high quality Minikits are available in a range of parameter spe-
cific options to suit most analysis requirements.  
 
Each self contained kit is housed in its own rugged carry case and 
comes complete with 30 ml reagents, tablets or powders; a test 
bottle and easy to follow waterproof instruction manual. Each kit 
will perform between 30 and 50 tests. 
 
Additional parameters and replacement reagents are also avail-
able, please refer to Replacement reagents section. 

Parameter Range/ppm Reagents Code  

Acidity 50-6000 Complete Kit 
*PA1 (30ml) 
*ACD3 (30ml) 

MTK001 
SDT001-30 
SDT003-30 

 

Alkalinity p 50-2000 Complete Kit 
*PA1 (30ml) 
*TA3 (30ml) 

MTK002 
SDT001-30 
SDT006-30 

 

Alkalinity M 50-2000 Complete Kit 
*TA3 (30ml) 
*TA4 (30ml) 

MTK003 
SDT006-30 
SDT004-30 

 

Alkalinity OH 50-2000 Complete Kit 
*PA1 (30ml) 
*PA3 (30ml) 
*TA3 (30ml) 

MTK004 
SDT001-30 
SDT007-30 
SDT006-30 

 

Bromine Total 
  

0-20 Complete Kit 
*TBR1 (30ml) 
*TBR2 (30ml) 

MTK005 
SDT016-30 
SDT017-30 

 

Chelant Total 
  

0-240 Complete Kit 
*P1/4L (30ml) 
*CT2 (30ml) 

MTK006 
SDT260-30 
SDT022-30 

 

Chloride LR 
  

5-200 Complete Kit 
*BC1 (30ml) 
*CC2 (30ml) 

MTK007 
SDT023-30 
SDT024-30 

 

Chloride HR 
  

100-3000 Complete Kit 
*BC1 (30ml) 
*BC2 (30ml) 

MTK008 
SDT023-30 
SDT026-30 

 

Chlorine LR 
  

2-30 Complete Kit 
*FCL1 (30ml) 
*FCL2 (30ml) 

MTK009 
SDT027-30 
SDT028-30 

 

Chlorine HR 
  

10-200 Complete Kit 
*FCL1 (30ml) 
*FCL3 (30ml) 

MTK010 
SDT027-30 
SDT029-30 

 

Hardness Y/N 
  

4 Complete Kit 
*Hardness Stop/Go Liquid (30ml) 

MTK011 
SDT129-30 

 

Hardness Calcium 
  

50-800 Complete Kit 
*CH2 (30ml) 
*H/TH4/CH3 (30ml) 
*CH1P (10g) 

MTK012 
SDT043-30 
SDT049-30 
SDT050-10 

 

   * Replacement components  

 



 

54 

Tel: 01604 686 995 sales@droptestkits.com 

d
ro

p
te

s
tk

it
s
.c

o
m

 

©2008 droptestkits.com 

 

Section 8.0 
MiniKits continued ... 

Parameter Range/ppm Reagents Code  

Hardness Total 
  

50-800 Complete Kit 
*TH2 (30ml) 
*H/TH4/CH3 (30ml) 
*TH5 (30ml) 

MTK013 
SDT046-30 
SDT049-30 
SDT047-30 

 

Hydrogen  
Peroxide 

0-5000 Complete Kit 
*HP1 (30ml) 
*HP2 (30ml) 

MTK023 
SDT051-30 
SDT052-30 

 

Nitrite 
  

0-2000 Complete Kit 
*N1 (30ml) 
*N2 (30ml) 

MTK014 
SDT072-30 
SDT073-30 

 

Nitrite HR 
  

0-3000 Complete Kit 
*N1 HR (30ml) 
*N2 HR (30ml) 

MTK015 
SDT177-30 
SDT178-30 

 

pH 
  

0-14 Complete Kit 
*Universal pH Solution (30ml) 

MTK016 
SDT164-30 

 

Phosphonate 
  

4-20 Complete Kit 
*P1/4L (30ml) 
*P5 (30ml) 

MTK017 
SDT260-30 
SDT075-30 

 

Sulphite 
  

5-200 Complete Kit 
*S1 (20g) 
*S2 (30ml) 

MTK018 
SDT092-20 
SDT093-30 

 

Tannin 
  

5-200 Complete Kit 
*TN1 (20g) 
*TN2 (30ml) 

MTK019 
SDT094-20 
SDT095-30 

 

QAC Cationics 
  

0-1000 Complete Kit 
*QA1 (30ml) 
*QA2 (30ml) 
*QA3 (30ml) 

MTK020 
SDT089-30 
SDT090-30 
SDT091-30 

 

Zinc 0-2 Complete Kit 
*Z1 (30ml) 
*Z4T Tablets (30) 
*Z5 (30ml) 

MTK021 
SDT096-30 
SDT101-30 
SDT097-30 

 

* Replacement components     
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Comparator Test Kits 
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Section 9.0 
Comparator Test Kits 

Our high quality comparator test kits are available in a range of 
parameter specific options to suit most analysis requirements.  
 
Each self contained kit is housed in its own rugged carry case 
and comes complete with a high quality comparator, 1 compara-
tor disk, 65 ml reagents, tablets or powders; 2 x 10ml plastic 
cells, a crushing rod (if required) and an easy to follow water-
proof instructions.  
 
Each comparator test kit or replacement reagent pack includes 
reagents necessary to perform between 50 and 100 parameter 
specific tests.   

Parameter Range/ppm Reagents Code  

Aluminium 0-0.3 Complete Kit 
Aluminium disk 
*Aluminium No1 Tablets (50) 
*Aluminium No2 Tablets (50) 

CTK001 
146200 
SDT147-50 
SDT148-50 

 

Ammonia 
  

0-1 Complete Kit 
Ammonia disk 
*Ammonia No1 Tablets (50) 
*Ammonia No2 Tablets (50) 

CTK002 
146210 
SDT245 
SDT244 

 

Bromine 
  

0-5 Complete Kit 
Bromine disk 
*DPD No1 Tablets (50) 
*DPD Nitrite Powder (20g) 

CTK003 
146280 
SDT106-50 
SDT295 

 

Chlorine VLR 
  

0-1 Complete Kit 
Chlorine disk 
*DPD No1 Tablets (50) 
*DPD No3 Tablets (50) 

CTK004 
146010 
SDT106-50 
SDT107-50 

 

Chlorine LR 
  

0-4 Complete Kit 
Chlorine disk 
*DPD No1 Tablets (50) 
*DPD No3 Tablets (50) 

CTK005 
146020 
SDT106-50 
SDT107-50 

 

Chlorine HR (Total) 
  

10-300 Complete Kit 
Chlorine HR disk 
*Chlorine HR Reagent (65ml) 
*Acidifying Solution (65ml) 

CTK006 
146030 
SDT179 
SDT180 

 

Chlorine Dioxide 
  

0.01-0.2 Complete Kit 
D55 Comparator 
Chlorine Dioxide disk 
*DPD No1 Tablets (50) 
*DPD Glycine Tablets (50) 

CTK007 
EDT001 
146330  
SDT106-50 
SDT146-50 

 

Copper LR  
(Free) 
  

0-1 Complete Kit 
Copper disk 
*Copper/Zinc LR Tablets (50) 

CTK008 
146230 
SDT149-50 

 

Copper LR  
(Free & Total) 

0-1 Complete Kit 
D55 Comparator 
Copper disk 
*Copper No1 Tablets (50) 
*Copper No2 Tablets (50) 

CTK009 
EDT001 
146440  
SDT240-50 
SDT239-50 

 

  * Replacement components   
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Section 9.0 
Comparator Test Kits continued ... 

Parameter Range/ppm Reagents Code  

Copper HR  
(Free & Total) 
  

0 - 5 Complete Kit 
Copper HR disk 
*Copper No1 Tablets (50) 
*Copper No2 Tablets (50) 

CTK010 
146430 
SDT240-50 
SDT239-50 

 

DEHA 
  

0 - 0.5 Complete Kit 
DEHA disk 
*DEHA Test Tablets (50) 
*DEHA Test Solution (65ml) 

CTK011 
146370 
SDT246 
SDT166 

 

Iron LR 
  

0 - 1 Complete Kit 
Iron LR disk 
*FE5 (65ml) or 
*Iron LR tablets (50) 

CTK012 
146220 
SDT110 
SDT117-50 

 

Iron HR 
  

0 - 10 Complete Kit 
Iron HR disk 
*FE10 (65ml) or 
*FE6 (65ml) 
*FE8 (65ml) or 
*Iron HR tablets (50) 

CTK013 
146320 
SDT247 
SDT113 
SDT128 
SDT230-50 

 

Manganese VLR 
  
  

0 - 02 - 0.2 Complete Kit 
D55 Comparator 
Manganese disk 
*Vario alkaline cyanide (50ml) 
*0.1% pan reagent (50ml) 
*Ascorbic acid pillows (50) 

CTK014 
EDT001 
146420 
SDT280 
SDT187 
SDT273-50 

 

Manganese LR 0.1 - 0.7 Complete Kit 
Manganese disk 
*Vario alkaline cyanide (50ml) 
*0.1% pan reagent (50ml) 
*Ascorbic acid pillows (50) 

CTK015 
146410 
SDT280 
SDT187 
SDT273-50 

 

Molybdate 0 - 100 Complete Kit 
Molybdate disk 
*Molybdate HR (65ml) or  
*Molybdate No1 tablets (50) 
*Molybdate No2 tablets (50) 

CTK016 
146290 
SDT127 
SDT115-50 
SDT116-50 

 

Molybdate HR 50-500 Complete Kit 
Molybdate disk 
*Molybdate HR (65ml) or  
*Molybdate No1 tablets (50) 
*Molybdate No2 tablets (50) 

CTK038 
146295 
SDT127 
SDT115-50 
SDT116-50 

 

Nitrate LR  0 - 1 Complete Kit 
Nitrate LR disk 
*Nitrite LR tablets (50) 
*Nitrate test tablets (50) 
*Nitrate test powder (15g) 
*1 x Nitrate test tube 

CTK017 
146310 
SDT144-50 
SDT176 
SDT183 
  

 

Nitrate HR 
  

10 - 100 Complete Kit 
Nitrate HR disk 
*Nitracheck No1 tablets (50) 
*Nitracheck No2 tablets (50) 

CTK018 
146400 
SDT192 
SDT193 

 

* Replacement components     
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Section 9.0 
Comparator Test Kits continued ... 

Parameter Range/ppm Reagents Code  

Nitrite LR 
  

0 - 0.5 Complete Kit 
Nitrite LR disk 
*Nitrite LR tablets (50) 

CTK019 
146300 
SDT144-50 

 

Ozone 
  

0 - 0.7 Complete Kit 
Ozone disk 
*DPD No4 tablets (50) 
*DPD Glycine tablets (50) 

CTK020 
146270 
SDT248-50 
SDT146-50 

 

pH 
  

4 - 10 Complete Kit 
pH disk 
*Universal pH (65ml) 

CTK021 
146130 
SDT164 

 

Phosphate LR 
  

0 - 4 Complete Kit 
Phosphate LR disk 
*Phosphate LR No1 tablets (50) 
*Phosphate LR No2 tablets (50) 

CTK022 
146240 
SDT225 
SDT226 

 

Phosphate HR 
** Requires  
EDT044ðFilter Holder 
25mm 
EDT048ðGF/C Filter  
Papers (50) 

0 - 80 Complete Kit 
Phosphate HR 
*PB1 (65ml) 
*PB2 (65ml) or 
*Phosphate HR tablets (50) 

CTK023 
146250 
SDT111 
SDT112 
SDT163-50 

 

Silica VLR 
  

0 - 1 Complete Kit 
D55 Comparator 
Silica VLR disk 
*Silica No1 tablets (50) 
*Silica No2 tablets (50) 
*Silica PR tablets (50) 

CTK024 
EDT001 
146360 
SDT195 
SDT201 
SDT156 

 

Silica LR 
  
  

0.25 - 4 Complete Kit 
Silica LR disk 
*Silica No1 tablets (50) 
*Silica No2 tablets (50) 
*Silica PR tablets (50) 

CTK025 
146350 
SDT195 
SDT201 
SDT156 

 

Zinc 
  
  

0 - 1 Complete Kit 
Zinc disk 
*Copper/Zinc LR tablets (50) 
*EDTA tablets (30) 
*Dechlor tablets (30) 

CTK026 
146340 
SDT149-50 
SDT205-30 
SDT206-30 

 

   * Replacement components  
** Additional filtration equipment 
available 

 



Section 10.0 
Checkit Blocks 
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Section 10.0 
Checkit Blocks 

 
 

Parameter Range/ppm Reagents Code  

Bromine 
Chlorine (Total & Free) 
pH 

0.22 - 13.2 
0.1 - 6.0 
6.8 - 8.2 

Complete Kit 
Block 
*DPD No1 Tablets 
*Phenol Red Tablets 

CBK 
CB 
SDT106 
SDT 

 

Alkalinity 
Bromine 
Chlorine (Free & Total) 
 pH 

0 - 250 
0.22 - 13.2 
0.1 - 6.0 
6.8 - 8.2 

Complete Kit 
Block 
*Alkatest Tablets 
*DPD No1 Tablets 
*Phenol Red Tablets 

CBK 
CB 
SDT 
SDT106 
SDT 

 

Active Oxygen 
pH 
  

0.0 - 15.0 
6.8 - 8.2 

Complete Kit 
Block 
*DPD No4 Tablets 
*Phenol Red Tablets 

CBK 
CB 
SDT 
SDT 

 

Hydrogen Peroxide  
pH 
PHMB 
  

5 - 50 
6.8 - 8.2 
10 - 100 

Complete Kit 
Block 
*Acidifying PT Tablets 
*Hydrogen Peroxide HR Tablets 
*Phenol Red Tablets 
*PHMB Tablets 

CBK 
CB 
SDT 
SDT 
SDT 
SDT 

 

Copper Free 
pH 
  

0.0 - 1.0 
6.8 - 8.2 

Complete Kit 
Block 
*Copper/Zinc LR Tablets 
*Dechlor Tablets 
*EDTA Tablets 
*Phenol Red Tablets 

CBK 
CB 
SDT 
SDT 
SDT 
SDT 

 

Bromine 
Chlorine (Free & Total) 
pH 
  

0.66 - 6.6 
0.3 - 3.0 
6.8 - 8.0 

Complete Kit 
Block 
*DPD No1 Tablets 
*Phenol Red Tablets 

CBK 
CB 
SDT106 
SDT 

 

Active Oxygen 
pH 
  

1.5 - 15.0 
6.8 - 8.0 

Complete Kit 
Block 
*DPD No4 Tablets 
*Phenol Red Tablets 

CBK 
CB 
SDT 
SDT 

 

* Replacement components     
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Section 11.0 
Titration Tests 

The Brand Titration Gun has been designed to allow very accurate 
testing of key parameters important in the chemical treatment  
programme. The titration gun uses a special syringe fixed to a 3 way 
valve that has the titration dispensing tube and a screw connection 
for the 20ml titration cartridge. 
 
The titration gun has 5 settings allowing you to change the amount 
of titrant you put in to the sample giving you great flexibility in the 
results you obtain. 
 
Each parameter listed below comes with all the necessary reagents 
and when included in one of our Engineers test kits, it  comes with  
2 x 20ml syringes. 
 
You may also use the titration cartridges with a graduated syringe 
marked from 1 to 100 which removes the need for the titration gun.  

Parameter Reagents Range Code  

Brand Digital  
Titrator 

Titration gun, holding bracket   EDT022  

Alkalinity  
p, M & OH 
 

*Alkalinity Cartridge (20ml) 
*PA1 - Indicator (65ml) 
*TA4 - Indicator (65ml) 
*PA3 - Indicator (65ml) 

0 - 2000 CART002 
SDT001 
SDT004 
SDT007 

 

Chloride *Chloride Cartridge (20ml) 
*BC1/CC1 - Indicator (65ml) 
*P3 - pH Adjuster (65ml) 

0 ï 2000 CART003 
SDT023 
SDT080 

 

Hardness Calcium & 
Total 

*Hardness HR Cartridge (20ml) 
*CH2 - Buffer (65ml) 
*TH2 - Buffer (65ml) 
*TH5 - Indicator (65ml) 
*CH1P - Indicator (20g) or 
*CH1T - Indicator (50Pk) 

0 ï 2000 CART007 
SDT043 
SDT046 
SDT047 
SDT050 
SDT105 

 

Nitrite *Nitrite Cartridge (20ml) 
*N1 - Indicator (65ml) 
*50% Sulphuric Acid (65ml) 

0 ï 2000 CART009 
SDT072 
SDT155 

 

Phosphonate *Phosphonate Cartridge (20ml) 
*P1/2 - Neutraliser/Indicator (65ml) 
*P2 - Indicator (65ml) 
*P3 - pH Adjuster (65ml) 
*P4K - Indicator (65ml) 

0 ï 50 CART004 
SDT514 
SDT079 
SDT080 
SDT291 

 

Sulphite *Sulphite Cartridge (20ml) 
*S1 - Indicator (40g) 

0 ï 150 CART005 
SDT092 

 

   * Replacement components   
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Section 12.0 
Test Strips 
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Section 12.0 
Test Strips 

Test papers are used for qualitative determinations of ions 
and chemical substances.  
 
They provide the information whether a given component 
is present above the defined limit of detection. Test strips 
are used for the semi-qualitative determination of various 
parameters.  
 
Each tub of Test Strips comes in a plastic container hold-
ing either  25, 50 or 100 strips. The strips have a long shelf 
life and are easy to use.  

Parameter Range Scale Code  

Ammonia 
  

0-5 0, 0.2, 1.0, 2.0, 5.0 
(25 strips per pack) 

TS001 
  

 

Ammonia 10-400 10, 30, 60, 100, 200, 400 
(100 strips per pack) 

TS031  

Bromine 
  

0-5 0, 0.05, 0.1, 0.25, 0.5, 0.75, 1.0, 2.0, 3.0, 
4.0, 5.0 (50 strips per pack) 

TS002  

Chloride 
  

0-500 0, 50, 100, 250, 500 
(50 strips per pack) 

TS003  

Chloride Titrator Strips 50-673 50, 73, 107, 174, 275, 360, 403, 543, 673 
(40 strips per pack) 

TS060  

Chlorine Free 
  

0-6 0, 0.05, 0.1, 0.2 0.4, 0.6, 0.8, 1.2, 1.5, 2.0, 
2.6, 4.0,>6.0 (50 strips per pack) 

TS004  

Chlorine Total 
  

0-10 0, 0.05, 0.1, 0.15, 0.2, 0.5, 0.8, 1.0, 4.0, 
10.0 (50 strips per pack) 

TS005  

Chlorine Test Papers 
  

0-200 10, 50, 100, 200 
(100 strips per pack) 

TS006 
  

 

Chlorine Dioxide LR 
  

0-1.6 a) 0, 0.1, 0.2, 0.4, 0.6, 0.8, 1, 1.2, 1.4, 1.6 
b) 0, 0.05, 0.1, 0.15, 0.2, 0.3 
(50 strips per pack) 

TS007 
  

 

Chlorine Dioxide HR 
  

0-100 0.5, 2, 5, 10, 25, 50, 100 
(50 strips per pack) 

TS008  

Copper 
  

0-2 0, 0.05, 0.1, 0.2, 0.4, 1, 2 
(25 strips per pack) 

TS009 
  

 

eXact Calcium Hardness Strips   SDT411  

eXact Chloride Strips   SDT408  

eXact Chromium Strips   SDT409  

eXact Copper Strips   SDT407  

eXact DPD 1 Strips   SDT401  

eXact DPD 3 Strips   SDT402  

eXact DPD 4 Strips   SDT403  

eXact Ferro Powder Pillows   SDT406  

eXact Hardness Strips   SDT410  

eXact pH Strips   SDT405  

 SDT404  eXact Total Alkalinity Strips 
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Section 12.0 
Test Strips continued ... 

Parameter Range Scale Code  

Hardness, Total 
  

0-1000 0, 40, 80, 120, 180, 250, 425, 1000 
(50 strips per pack) 

TS010  

Hardness, Total 
  

0-500 0, 50, 125, 250, 500 
(50 strips per pack) 

TS011  

Hydrogen Peroxide 
VLR 

0-25 0, 0.5, 2, 5, 10, 25 
Peroxide 25 (100 strips per pack) 

TS045  

Hydrogen  
Peroxide LR 

0-100 0, 0.5, 2.0, 5.0, 10, 25, 50, 100 
(50 strips per pack) 

TS042  

Hydrogen  
Peroxide LR 

0-100 0, 0.5, 2.0, 5.0, 10, 25, 50, 100 
(100 strips per pack) 

TS042/ 
100 

 

Hydrogen  
Peroxide HR 

0-400 0, 100, 200, 400 
(50 strips per pack) 

TS013  

Hydrogen  
Peroxide LR 

0 - 100 0, 1, 3, 10, 30, 100 
Peroxide 100 (100 strips per pack) 

TS014  

Hydrogen  
Peroxide HR 

0 - 1000 0, 50, 150, 300, 500, 800, 1000 
Peroxide 1000 (100 strips per pack) 

TS015  

Iron (Ida's), (Fe+2) 
  

0-0.3 0, 0.005, 0.01, 0.03, 0.06, 0.1, 0.3 
(25 strips per pack) 

TS016 
  

 

Iron (Ida's), (Fe+2) 
  

0-50 0, 0.3, 1, 2, 5, 10, 20, 50 
(25 strips per pack) 

TS017 
  

 

Molybdate (Mo04) 
Nitrite (NaN02) 
Glycol (MEG/PEG) 

0-1200 
0-4800 
0-30% 

M) 0, 150, 300, 600, 1200 
N) 0, 450, 1200, 2400, 4800 
G) 0, 30%, 40%, 50%, 60% 
(25 strips per pack) 

TS059  

Nitrate 
Nitrite 

0-50 
0-10 

0, 0.5, 2, 5, 10, 20, 50 
0, 0.15, 0.3, 1, 1.15, 3, 10 
(50 strips per pack) 

TS051  

Nitrate 
Nitrite 

0-500 
0-80 

0, 10, 25, 50, 100, 250, 500 
0, 1, 5, 10, 20, 40, 80 
(100 strips per pack) 

TS050  

Oil Test Papers Yes/No Detection of oil in water and / or soil 
(100 strips per pack) 

TS035  

Ozone 0-0.5 0, 0.05, 0.1, 0.2, 0.3, 0.4, 0.5 
(50 strips per pack) 

TS018  

Peracetic Acid 0-50 0, 5, 10, 20, 30, 50 
(50 strips per pack) 

TS056  

Peracetic Acid 5-50 5, 10, 20, 30, 50 
(100 strips per pack) 

TS037  

Peracetic Acid 0-500 0, 100, 250, 500 
(50 strips per pack) 

TS057  

Peracetic Acid 100-500 100, 150, 200, 250, 300, 400, 500 
(100 strips per pack) 

TS038  

Potassium Iodide Reel   5m reel with dispenser TS019  

Potassium Iodide Refill Reels Pack of 3 x 5m reels TS020  
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Section 12.0 
Test Strips continued ... 

Parameter Range Scale Code  

Potassium Iodide 
Starch Papers 

5-100 Lower level 5ppm upper level 100ppm 
(100 strips per pack) 

TS021 
  

 

Potassium Iodide & Starch 
Test Papers   

1 Box = 10 Booklets of 20 strips TS044  

Potassium Test 250-1500 250, 450, 700, 1000, 1500 
(100 strips per pack) 

TS036  

pH 0-6 0, 0.5, 1.0, 1.5, 2.0, 2.5, 3.0, 3.5, 4.0, 4.5, 
5.0, 5.5, 6.0 (100 strips per pack) 

TS039  

pH 
  

0-14 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14 
(100 per pack in plastic case) 

TS022  

pH  1-14 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14 
(50 per pack in round tub) 

TS023  

pH 1-14 1, 2, 3, 4, 5, 6, 7, 8, 9, 10, 11, 12, 13, 14 
(100 per pack in round tub) 

TS024  

pH 
  

4.5-10 4.5, 5, 5.5, 6, 6.5, 7, 7.5, 8, 8.5, 9, 9.5, 10 
(100 per pack) 

TS028  

pH 6-10 6.0, 6.4, 6.7, 7.0, 7.3, 7.6, 7.9, 8.2, 8.4, 8.6, 
8.8, 9.1, 9.5, 10.0 (100 per pack) 

TS032  

pH 7-10 7, 7.5, 8, 8.5, 9, 9.5, 10.0 
(50 per pack) 

TS025  

pH  7-10 7, 7.5, 8, 8.5, 9, 9.5, 10.0 
(100 per pack) 

TS026  

pH 
  

7-14 7, 7.5, 8, 8.5, 9, 9.5, 10, 10.5, 11, 11.5, 12, 
12.5, 13, 13.5, 14 (100 per pack) 

TS027  

Sulphite 0-400 10, 40, 80, 180, 400 
(100 per pack) 

TS033  

Sulphite 0-500 0, 10, 50, 100, 250, 500 
(50 strips per pack) 

TS047  

Sulphite 10-1000 10, 25, 50, 100, 250, 500, 1000 
(100 per pack) 

TS034  

TDS 
  

0-750 0.0, 100, 250, 500, 750 
(50 per pack) 

TS029  

Zinc 
  

0-100 0, 2, 5, 10, 20, 40, 100 
(50 per pack) 

TS030  
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Section 13.0 
Bacteria Testing 
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*Replacement components  

Section 13.1 
Oxidising Biocide Test Kits 

Our range of oxidising biocide test kits use the revolutionary Extech 
Chlorine pen which measures by selective ion electrometry. The 
Extech Chlorine pens are unaffected by colour, turbidity or organic 
pollutants.  
 
Each kit includes Extech CL200 pens, 65ml reagents, test container 
and detailed instructions. Each parameter will  
carry out between 100 and 300 tests.  
 
With each parameter you have the option of adding in the pH probe 
to be used with the Chlorine pen allowing the easy measurement of 
pH.  

Parameter Reagents Range Code  

Bromine 
(Free & Total) 

Complete Kit 
*Extech CL200 meter 
*EX1 reagent (65ml) 
*EX2 reagent (65ml) 
*EX3 reagent (65ml) 
*Test Container 

0-10ppm EPK001 
CL200 
SDT137 
SDT135 
SDT136 

 

Bromine & pH 
(Free & Total) 

Complete Kit 
*Extech CL200 meter 
*Extech pH probe 
*EX1 reagent (65ml) 
*EX2 reagent (65ml) 
*EX3 reagent (65ml) 
*Test Container 
*pH buffer 7 (65ml) 
*pH Buffer 10 (65ml) 

0-10ppm EPK002 
CL200 
EDT039 
SDT137 
SDT135 
SDT136 
 
SDT118-65 
SDT161-65 

 

Chlorine 
(Free & Total) 

Complete Kit 
*Extech CL200 meter 
*EX1 reagent (65ml) 
*EX2 reagent (65ml) 
*EX3 reagent (65ml) 
*Test Container 

0-10ppm EPK003 
CL200 
SDT137 
SDT135 
SDT136 

 

Chlorine & pH 
(Free & Total) 

Complete Kit 
*Extech CL200 meter 
*Extech pH probe 
*EX1 reagent (65ml) 
*EX2 reagent (65ml) 
*EX3 reagent (65ml) 
*Test Container 
*pH buffer 7 (65ml) 
*pH Buffer 10 (65ml) 

0-10ppm EPK004 
CL200 
EDT039 
SDT137 
SDT135 
SDT136 
 
SDT118-65 
SDT161-65 

 

Chlorine Dioxide 
& Chlorite 

Complete Kit 
*Extech CL200 meter 
*EX1 reagent (65ml) 
*EX2 reagent (65ml) 
*EX3 reagent (65ml) 
*EX5 reagent (65ml) 
*EX6 reagent (65ml) 
*Test Container 

0-10ppm EPK005 
CL200 
SDT137 
SDT135 
SDT136 
SDT138 
SDT139 
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*Replacement components  

Section 13.1 
Oxidising Biocide Test Kits continued é  

Parameter Reagents Range Code  

Chlorine Dioxide, 
Chlorite & pH 

Complete Kit 
*Extech CL200 meter 
*Extech pH probe 
*EX1 reagent (65ml) 
*EX2 reagent (65ml) 
*EX3 reagent (65ml) 
*EX5 reagent (65ml) 
*EX6 reagent (65ml) 
*Test Container 
*pH buffer 7 (65ml) 
*pH Buffer 10 (65ml) 

0-10ppm EPK006 
CL200 
EDT039 
SDT137 
SDT135 
SDT136 
SDT138 
SDT139 
 
SDT118-65 
SDT161-65 
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Section 13.2 
Non-Oxidising Biocide Test Kits 

Measuring non oxidising biocides is crucial in ensuring that 
the biocide in use is not over or under dosed and these kits 
are ideal for this application.  
 
Each of our non-oxidising biocide test kits is supplied ready to 
use.  
 
Each kit contains all the necessary reagents to carry out be-
tween 50 and 100 tests and uses either a colour card or drop 
count to determine the reserve. 
 
These test kits can be used to determine the level of biocides 
in Open & Closed water systems and can be used when dos-
ing biocides to systems recently pre-commissioned cleaned. 

Parameter Reagents Range Code  

Isothiazolone 
 

Complete Kit 
*dK1 (30ml) 
*dK2 (65ml) 
*dK3 (65ml) 
*dK4 (65ml) 
*dK5 (30ml) 
*2 x 5-10ml Plastic Tubes 

0-7.5ppm NTK001 
SDT254 
SDT255 
SDT256 
SDT257 
SDT258 
EDT007 x 2 

 

THPS Complete Kit 
*0.1N Iodine Solution (100ml) 
*DSP (250ml) 
*PSSA solution (65ml) 
*Starch Indicator (40gm) 

0-20ppm NTK003 
SDT162-100 
SDT204-250 
SDT021 
SDT207 

 

   *Replacement components  
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Section 13.3 
ATP Meters & Swabs 

ATP (adenosine triphosphate) is present in all organic material and is the 
universal unit of energy used in all living cells.  
 
ATP is produced and/or broken down in metabolic processes in all living 
systems. Processes such as photosynthesis in plants, muscle contraction 
in humans, respiration in fungi and fermentation in yeast are all driven by 
ATP. Therefore, most foods, water and microbial cells will contain some 
level of naturally occurring ATP.  
 
The SystemSURE Plus luminometer (in conjunction with the Aquasnap or 
Ultrasnap ATP swabs) uses bioluminescence to detect residual ATP as 
an indicator of cleanliness.  
 
The presence of ATP indicates the presence of contamination on surfaces 
and in water, including food residue, allergens and/or bacteria.  
This implies a potential for the support of bacterial growth. 
 

systemSURE PLUS - Key Features 

 

Simple to use ï three step test  

Lightweight, handheld and durable  

250 programmable test points per test plan  

20 programmable test plans  

Alphanumeric ID of locations  

Stores 2000 results  

Programmable user IDs  

Self-calibration at start up  

Detects down to 1 femtomole (1 x 10-16 moles) of ATP  

 

systemSURE PLUS - Instrument Design 
 

Small, lightweight, handheld instrument (0.22kgs, 7 x 18 x 3 cm)  

Durable outside shell, sealed keypad to battle against splashes 

and the environment  

Advanced photodiode technology  

AA battery powered (lasts up to 3000+ tests)  

PC compatible via RS232 cable or USB  

Simple to use, menu-driven operation from keypad  

Engineered for durability and intensive use  

Equipment  Goods Code  

SystemSure Plus ATP meter, case, carry handle, data lead, 
data analysis software 

SSP/1  

Ultrasnap ATP surface  
testing device - swabs 

100 pens US202  

Aquasnap ATP water  
testing device - swabs 

100 pens for Total ATP with Extractant  
Included in each pen 

AQ100  

 


